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GENERAL INTEREST 


the super audio CD 


better sound, more facilities, and 
backward compatibility 


Disc data 


Diameter 

Thickness 

Programme start radius 
Programme finish radius 
Rotation 

Speed of rotation 

Signal layers 

Reflectivity 

Capacity 

Pit width 

Pit length 

Land* length 

Pit depth 

Track pitch 

Laser wavelength 
Numerical aperture (NA) 
of pick up lens 
Encoding: 

Standard reflective 
layer 
High-density layer 


Multi-channel 
Frequency range 
Dynamic range 
Playback time 
Extra facilities 


Electronics 


When the compact disc, CD, was introduced by Philips of the Nether- 
lands and Sony of Japan in the early 1980s, pulse-code modulation (in 
practical use), on which CD technology depends, was still young (intro- 
duced by the Japan Broadcasting Corporation, NHK, in 1967). In 
essence, the CD is the medium that introduced most people to digital 
iudio reproduction. Since the introduction of the CD, various aspects of 
digital audio engineering have been enhanced considerably and have 


made possible the Super Audio Compact Disc. 


Standard CD 


120 mm (4.75") 
1.2 mm (.05") 
25 mm 
116mm 


Anticlockwise to laser 


500-200 rev/min 
1 

reflective 

780 MByte 

0.6 um 
0.833-3.054 pm 
0.833-3.054 um 
0.12 um 

1.6m 

780 nm 


0.45 


16-bit PCM 
44,1 kHz sampling 


5-20,000 Hz 
94 dB 

74 min 

CD text 


_ * land = spacing between two adjacent pits 


By our Editorial Staff 
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Super Audio CD 


120 mm (4.75”) 
1.2 mm (0.05") 
25mm 
116mm 


Anticlockwise to laser 


500-200 rev/min 
2 
semi-transmissive 
4.7 GByte 


0.40 ym (min) 
0.40 zm (min) 
0.12 um 
0.74 um 
650 nm 


0.60 
16-bit PCM 


44.1 kHz sampling 
1-bit DSD 


2.8224 MHz sampling 


6 channels (DSD) 
0-100,000 Hz (DSD) 
120 dB 

74 min 

Text, graphics, video 


The Super Audio CD looks exactly like 
a standard CD. What cannot be seen is 
that the new type of disc consists of a 
multi-layer hybrid construction that 
enables a number of new capabilities to 
be incorporated (see Figure 1). 

The conventional Standard Reflec- 
tive Layer (used on conventional CDs) 
is fully compatible with the CD ‘Red 
Book’ specifications. The CD player's 
laser reads this layer through a semi- 
transmissive layer, 

The 4.7 GByte Semi-Transmissive 
Layer of the Super Audio CD can hold 
two complete, 74-minute versions of 
the music: DSD 2-channel stereo and 
DSD 6-channel sound. This is made 
possible by Direct Stream Transfer, a 
lossless coding developed by Philips, 

Figure 1 shows that the two layers 
are read from the same side, A stan- 
dard CD player, which uses a 780 nm 
laser diode reads the Standard Reflec- 
tive Layer through the high-density 
layer since this is transparent for 
780 nm lasers. A Super Audio CD 
player, which uses a 650 nm laser 
diode, reads the high-density layer, 
since this is reflective at that wave- 
length. This hybrid-disc technology is 
all that’s needed to avoid the issue of 
dual inventory—separate retail stocks 
of conventional CDs and Super Audio 
CDs for each title. 


"> 


0.6 mm 


CD Layer: fully reflective 


HD Layer: reflective for 


50 nm 
transparent for 
780 nm 
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6 Standard Reflective Layer 


Semi-Transmissive Layer 


PC Substrate 


a 
0.6 mm 
a 
HD Pick up CD Pick up 
X= 650 nm A = 780 nm 
NA = 0.6 NA = 0.45 
focused on focused on 
HD layer CD layer 
Protective Layer 
b =10.00 pm 
=0.05 pm 
=0.6 mm PC Substrate 
=0.05 pm 
=0.6 mm a 
<a 
Laser Pick Up 


NEW CAPABILITIES 


The Super Audio CD provides a num- 
ber of new capabilities compared with 
a standard CD, 


* Jtuses a hybrid technique in which 
two independent data layers are 
sandwiched. This approach results 
ina CD that is fully compatible with 
existing, standard CD players. This is 
important to the retail trade and 
consumers alike, since it avoids the 
necessity of doubling up on CDs 
ccontaining the same recording. 

* One layer is processed in Super Bit 
Mapping Direct, a technology that 
results in a DSD (direct stream dig- 
ital) encoded audio signal being 
reproduced with better quality even 
on a standard CD player. This is 
because the 16-bit resolution of the 
PCM (pulse-code modulation) sig- 
nal is used optimally. Without the 
technique, the value of the last bit is 
not reliable. 

* The additional data on the second 
layer are processed in DSD, an 
encoding technique in which a dig- 
ital audio signal is sampled at a rate 
of 2.8224 MHz and then processed 
as a 1-bit digital signal. Conven- 
tional CDs use a 16-bit PCM code. 

* The digital code on the second layer 
is compressed in Direct Stream 


12 
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Transfer, a Philips lossless coding 
method, This applies to normal 
stereo playback, 6-channel play- 
back, text and graphics. In practice 
a compression ratio of about 50 per 
cent is obtained. 

* Digital watermark. The illegal copy- 
ing of CDs is made much more dif- 
ficult with the aid of visible and 
invisible markings. 


DIRECT STREAM 

DIGITAL TECHNOLOGY 
Since the introduction of the CD, the 
rate at which signals can be sampled 
has increased appreciably and the res- 
olution has been refined. Yet, the qual- 
ity of the reproduced sound has 
hardly improved. This is because the 
basic concept of the standard CD can- 
not be changed. One of the serious 
limitations is formed by the filters 
used. These filters are required to pass 
signals up to 20 kHz (which 98% of 
people cannot hear) and suppress all 
signals above 22.05 kHz. A number of 
methods have been devised to accom- 
plish this, such as oversampling. The 


effect of these is minimal. 

In most PCM recording systems, 
the analogue data are oversampled 
x64 with a sigma-delta converter. This 
means that the system operates with a 
sampling rate of 2.8224 MHz, which 
results in a 1-bit digital signal that is 
converted into a PCM code. 

In Direct Stream Digital (DSD) tech- 
nology, the 1-bit signal is used directly, 
that is, not converted into PCM code. 
Since the sigma-delta converter has a 
relatively high noise floor, a fifth order 
filter is used to eliminate most of the 
noise. 

Whereas modern tape recording 
machines used in broadcasting have 
a bandwidth of 50 kHz at a tape 
speed of 30 in/sec, DSD technology 
provides a frequency response from 
d.c. to over 100 kHz, plus a dynamic 
range greater than 120 dB across the 
audio band. Moreover, independent 
critics and record producers rate DSD 
sound as ‘relaxed, musical, detailed 
and transparent, with a far greater 
sense of space around each instru- 
ment and voice’. 
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HIGH DENSITY LAYER 


Extra Data: 
*Text 
"Graphics 
Video 


Six-Channel Mix 


Two-Channel Stereo 


DIRECT 
STREAM 
TRANSFER 

Both DSD 2-channel 
stereo and DSD 
6-channel sound 


depend on the lossless 
coding method Direct 
Stream Transfer, Such reduction tech- 
nologies are also used in computers, 
for instance, the ZIP protocol. They 
compress (reduce) the original data 
stream without the loss of a single bit. 
The algorithm used for the Super 
Audio CD gives a reduction of about 50 
per cent. Other bit rate reduction tech- 
nologies which ignore redundant data, 
such as MPEG-2 or Dolby Digital 
(AC-3) provide a much higher degree 
of compression. The price paid for this 
is that decompression provides a signal 
that looks like the original, but is 
slightly different. 


SUPER BIT MAPPING 

Since the Super Audio CD is mastered 
in DSD technology, the CD layer, com- 
patible with the CD ‘Red Book’ stan- 


52 


Elektor Electronics 9/98 


were ww ew ew eM eM eK KK 


| OVEASAMPLED 20 BIT ADC STRUCTURE 


. 
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dard, is transferred from 
DSD in a_ so-called 
Super Bit Mapping 
(SBM) direct down-con- 
version. This means that 
the 1-bit wide, x64 
oversampled DSD 
datastream is converted to 16-bit and 
the usual sampling rate. It is, of course, 
important that as little information gets 
lost in this as possible. Sony has devel- 
oped special SBM processors that 
enable 20-24-bit accuracy to be 
obtained with 16-bit signals. 


THE NEXT GENERATION 
The next generation of CD players, the 
Super Audio CD players, are fitted 
with 650 nm lasers to which the high- 
density layer is reflective. The user of 
such a new player will have access to 
2-channel stereo sound of the highest 
quality, a 6-channel version of the same 
sound plus additional text (disc name, 
artist name, track name, lyrics and liner 
notes) and graphics. 

The available bandwidth for both 
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| OVERSAMPLED 20 BIT DAC STRUCTURE | 


music versions is 0-100 kHz (compared 
with 20 Hz to 20 kHz ina standard CD 
player) with a dynamic range of 120 dB 
over the audio range (currently 94 dB 
maximum). 


PROTECTION AGAINST 
PIRATES 

It is of the greatest importance to pro- 
ducers and consumers alike that the 
illegal copying of CDs is stopped. 
Although the Copy Management Sys- 
tem (CSM) restricts the amateur crimi- 
nal, it does not stop ‘professional’ 
felons from producing vast numbers of 
illegal copies. 

More stringent protection measures 
are incorporated in the Super Audio 
CD, First, with the aid of Digital Water- 
mark, the disc is given a water mark in 
the form of a pattern of pits on the sig- 
nal side with Pit Signal Processing 
(PSP). The pattern is highly recogniz- 
able by the user, but can only be pro- 
duced by the manufacturer of the disc 
using complex technologies. Needless 
to say, the pattern cannot be removed, 
even by the original producer. 

Also, there are less easily seen mark- 
ings, such as barcodes and invisible, 
irremovable data on the CD. 

All these precautions do not make it 
impossible for criminals to copy the 
CD, but they should at least make it 
possible for us, the consumer, to ensure 
that we are not defrauded by these 
felons by checking that the CDs we 
buy carry these markings. 

[S8065] 
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GENERAL INTEREST 


laser-controlled 
burglar deterrent | 


Since the 1960s, light-emitting diodes (LEDs) have come into | 
use for many applications. Many people may not know that 
these diodes, used in low-cost laser-pens and laser pointers, 
were developed for CD players. Today, lasers are used in 
architecture, in automobile engineering to measure all sorts of 
part, and in high-precision spirit levels, to name but a few. 
Lasers are also used in crime fighting, for instance, in high- 
precision speed traps to catch the unwary, speeding motorist. 
These are but a few examples of the many applications of 
lasers. This article describes how a simple laser diode can be 
used to build an inexpensive burglar deterrent/alarm. 


Design by L. Lemmens 


Elektor Electronics 


SAFETY FIRST! 

Any laser, even the smallest, forms a 
danger for the human eye. In laser 
technology there is one rule that must 
be obeyed at all times: Never, ever 
look into a laser beam or even into its 
reflection! In this context, it should be 
borne in mind that even a 1 mW laser 
is about 1000 times as bright as sum- 
mer sunlight. Before you start any 
work on a laser project, take off any 
rings, watches, bracelets and other 
shiny personal ornaments that may 
reflect the laser beam. Also, make sure 
at all times that there is nobody else 
in the path of the beam. Children are 
particularly curious and will want to 
find out what happens in the beam. 


INTRODUCTION 
Lasers generate a light beam that, 
owing to its coherent character, can be 
used to span large distances. Most 
lasers available in the retail market are 
semiconductor types. One version that 
recently has been in the news (owing 
to its nefarious use by some unthink- 
ing youths) is the laser pointer. This is 
a small semiconductor laser mounted 
in a slender, light and easy-to-hold 
case intended for presentation pur- 
poses. The law in most countries lim- 
its its output to 1 mW. 

Since the light beam emitted by a 
laser can span relatively large dis- 


tances, a laser can be used to set up a 
simple but effective burglar alarm. For 
instance, a laser and a few mirrors 
placed in appropriate positions can 
form an invisible barrier around a 
building or a valuable object. 


laser diode 
et: | 


2x 
BC817-40 


A drawback of a laser diode is that 
it generates a constant beam of light. 
For the present purpose, it would be 
much better if the light were modu- 
lated so that the intensity of the light 
beam can be adjusted. Fortunately, this 


LPT85A 
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Classification of laser pointers 


Laser pointers, laser pens, and laser diodes available in the retail market are classified in three categories according to NEN (Euro) Norm 
60825-1 (available from the British Standards Institute or your particular country’s Standards Authority. In the United Kingdom, it may be 
inspected at many Public Libraries. There is a fourth category, but this deals with lasers for professional applications (which are sub- 


ject to a licence) only, 


Category Ill 

This pertains to lasers with output powers 
up to 5 mW, which are not safe to use 
without adequate provisions. At small dis- 
tances, exposure of eyes for less than a 
quarter of a second (the eye reflex is 
longer) leads to irremediable damage to 
the eye. Its sale to unlicensed private cit- 
izens is prohibited. 


Category Il 

Applicable to lasers with output powers 
<7 mW In spite of their low power, such 
lasers cannot be used in gadgets such as 
keyrings. Ar distances of < 1m (3 ft), 
exposure of 0.25 s can lead to serious 
damage to the eyes. 


Category | 

This category applies to laser diodes with 
an output power <0.5 mW, which are rea- 
sonably safe in use. They can be used in 
gadgest auch as keyrings. Even so, great 
care is needed when using these /asers. 
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can be achieved readily by powering 
the circuit by a modulated voltage. 

Although it is fairly simple to con- 
struct a laser diode module (see Refer- 
ence 1), some readers may prefer to 
use a ready-made laser pointer. 


THE LASER: 
DESCRIPTION 


The circuit of the laser is shown in Fig- 
ure 1. Diode Dj, in anti-parallel with 
the laser diode, provides a simple but 
effective protection against connect- 
ing the supply lines with wrong 
polarity. Should this occur for a brief 
moment, no harm is done. If, how- 
ever, the wrong polarity is retained, 
tantalum capacitor C3 will explode, 
but the laser diode will not be dam- 
aged. 

Depending on the type of laser 
diode or laser pointer, the value of 
series resistor Ry must be adapted, 
although for most diodes a value of 
9-11 Q is fine. 

The circuit is built on a small piece 
of stripboard. If you have the skills 
and patience, you may well decide to 
etch a small printed-circuit board to 
which the components may be sol- 
dered at both sides. Note that the rat- 
ing of zener diode D3 is 3 V, 500 mW. 

The module can then be taken into 
use. Using a regulated power supply 
of 3.5—-6 V (at which power losses are 
smallest) and linking the modulation 
input to the +ve supply line, the 
diode should emit light. 

A proper modulating voltage may 
be applied to the modulator input. 
Thanks to the direct coupling, the 
potentiometer at the input provides 
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the means for accurate power control. 
The modulation stage handles sinu- 
soidal signals up to 2 MHz before the 
depth of modulation begins to dimin- 
ish. It is noteworthy that a depth of 
modulation of 100% is achieved at 
frequencies of up to 2 MHz, which is 
not bad for a simple circuit. 


RECEIVER 

The circuit in Figure 2 shows an 
amplitude-modulation (AM) receiver 
that uses a photo-transistor, Tj), as 
detector. It is followed by an amplifier, 
IC), which is very stable and immune 
to interference, The sensitivity of the 
receiver proper is set with multiturn 
preset Rj. 

Note that resistors Rj; and Ry; 
should be metal film, 1% types. The 
rating of Rs is 0.5 W. 

A second amplifier, IC,, drives a 
small loudspeaker, LS;. The volume is 
controlled with Ry. The loudspeaker 
may, of course, be replaced by a small 
relay to operate another kind of 
alarm, perhaps at some distance from 
the installation. 

The overall receiver is decoupled 
by a number of capacitors. Note that 
C, should be a ceramic type. 

The detector may be any type of 
infra-red photo transistor or diode 
available. Suitable transistors are, for 
instance, BPW40 or, better, LPT85A; 
diodes: SFH205 or BPW34. 

The receiver is powered by a sym- 
metric supply, which may be pro- 
vided by two 9-V batteries. 

The receiver may be housed in a 
small plastic case. It is not really nec- 
essary to design a_printed-circuit 
board for it: it is easily built on a piece 
of stripboard. Clearly, the construc- 
tion should be carried out with care 
and neat soldering to prevent spuri- 
ous oscillations occurring that may 
spoil or distort the measurements and 
would give rise to false alarms. 

The phototransistor should be 
mounted in a small tube of appropri- 
ate inner diameter. This prevents not 
only interference by ambient light 
and other sources of light, but also 
gives the detector some directivity. 
Mind the polarity of the transistor 
when soldering it into place: the 
detector will still work with incorrect 
polarity, but its sensitivity is then 
much reduced. 


Test 

Set sensitivity control R, to the centre 
of its travel, volume control Ry to 
nminimum and connect the receiver 
to the two batteries or other +9-V 
power supply as the case may be. 
When the volume control is turned 
gently, a dull hum should become 
audible: this is the 50 Hz hum emit- 
ted by the mains supply via the room 
lights. When the lights are not on, this 


hum will not be heard, so do turn 
them on for this test. If you still do 
not hear anything, there is a fault 
somewhere. Check all connections, 
junctions, components, and so on, If 
all these are all right, the receiver 
must work satisfactorily. 


ALTERNATIVE 

It is not always necessary, or conve- 
nient, to use a modulated light beam. 
Often, a simple light-operated switch 
such as shown in Figure 3 may be 
used. 

When light falls on to photo tran- 
sistor T,, transistors T, and T3 come 
on, whereupon the relay is energized. 
If therefore the relay contact opens, 
either the laser beam is interrupted or 
the power supply has failed. Two 
good reasons to take action! 

Note that R; is a multiturn type 
and resistors Rj and R3 are metal film, 
1% types. The relay is a small-signal 
type, 12 V, < 50 mA. 

The detector may be any type of 
infra-red photo transistor or diode 
available. Suitable transistors are, for 
instance, BPW40 or, better, LPT85A; 
diodes: SFH205 or BPW34. 


References: 

Lasers; Theory and Practice by Dirk R. 
Baur; ISBN 0 905705 52 1; Elektor 
Electronics (Publishing), 1997 
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Note that, if you as a private person 
use a laser in your own home or 
garage (as long as unauthorized peo- 
ple have no access} you may do with 
it what you wish, as long as it does not 
harm life or property of third parties 
(including burglars!). 


Insurance 

!f you are an employer, you have, of 
course, the necessary insurance(s) to 
cover your liabilities. Beware, how- 
ever, because most policies explicitly 
exclude any damage, direct or indi- 
rect, caused by laser beams. You 
must, therefore, make absolutely cer- 
tain that a relevant clause regarding 
liability for such damage is included. 
Many people are not aware of the 
exclusion. 
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active 


magnetic antennas | 


_ The combination of a 
wire loop with the size 
of an A4 sheet, cou- 
pled to a carefully 
matched and easily 
‘tuned amplifier offers 
high-quality 
MW/LW/SW radio 
_ reception in your liv- 
_ ing room. The excel- 
lent performance of 
the two “all-portable’ 
directional active 
-antennas described in 
this article makes 
them direct rivals of 
‘many extensive out- 
_ door antennas. Meet 
the Omega-2 and 
Omega-3! 


Designs by 
Dipl. Ing. Jo Becker, DJ8IL 
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will travel 


The active antenna designs discussed 
in this article are the result of many 
years of comparative signal level mon- 
itoring using various long-wave, 
medium-wave and short-wave anten- 
nas for indoor and outdoor use. The 
antennas available for this research 
work were a 5-m high vertical ground 
plane, a magnetic loop with a diameter 
of 1,2 m, an active ‘rod’ antenna [1] and 
various small magnetic antennas 
including round and square loops, and 
ferrite rods coupled to suitably dimen- 
sioned amplifiers. 

General antenna theory tells us that 
long wires and rod antennas are only 
sensitive to the electric component of 


have general coverage receiver, 


the received signal. When used 
indoors, they loose 70-90% of the 
received voltage as compared with a 
mounting position on the roof. By con- 
trast, small loop-antennas exhibit a 
totally different behaviour, mainly 
because they are sensitive to the mag- 
netic component of the RF signal pro- 
duced by the transmitter. As long as the 
thickness of the ‘wall’ or other obstacle 
to be traversed is much smaller than 
the wavelength, a magnetic field is 
hardly reduced in strength. Conse- 
quently, the level differences between 
magnetic antennas mounted indoors 
and outdoors were found to range 
from negligible to 50% at the highest 
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top view 


BFR193 


® start of winding 


With 15=25mV/I, = 2.5QatI, = 10mA, 
{= 100, and FET transconductance g, = 17mS, 
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B-tp || R4 


on one occasion. 

There are still other marked differ- 
ences between antennas responding to 
the ‘electric’ field, and their counter- 
parts designed to convert the magnetic 
component into an electric voltage. 
Whereas the currently popular active 
electric antenna (say, the combination 
of the small telescopic rod with a 
matching amplifier) typically exhibits 
wideband behaviour, magnetic anten- 
nas generate competitive voltage lev- 
els only in resonance, that is, when 
accurately tuned to the desired receive 
frequency. Wideband systems unfortu- 
nately suffer from susceptibility to 
intermodulation in the vicinity of 
strong transmitters, a problem that 
calls for rather special remedy [2]. 
Another advantage of magnetic active 
antennas is that they supply an RF sig- 
nal with an unusually low background 
noise level. 


W-2 ANTENNA 

FOR LW/MW/SW 

The first antenna discussed here pro- 
vides seamless coverage of the 
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LW/MW/SW frequency range from 
150 kHz to 30 MHz. It is powered by 
either the receiver or its own power 
supply, via the RF output cable and a 
simple RF/DC splitter. Current con- 
sumption will be of the 
order of 20 mA at a supply 
voltage of 9 V or 12 V. The 
amplifier accepts a number 
of inductive loops and coils, 


With Q = 50 (at JOMHz) the effective antenna height 
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including experimental ones, which 
are simply ‘plugged in’. 


The electronics 
Although the two-stage amplifier 
shown in Figure 1 
is based on the 
design presented in 
[1], a short discus- 
sion on its opera- 


a) ro ‘e) 
L3 L4 L3 L4 
(L5) (L6) (L5) (L6) 


2x 18 turns 0.6 Cul 
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tion may be useful at this point. This 
amplifier exhibits very low noise across 
its entire frequency range, and offers 
excellent large-signal behaviour con- 
sidering its modest current consump- 
tion. This is achieved by operating the 
FET as a source follower passing a high 
and practically constant drain current: 
its operating resistance of 75 Q exists in 
parallel with the base and emitter of 
the next transistor rather than with 
respect to ground. The BFR193 is an 
SMA bipolar RF transistor whose fre- 
quency response is ‘linearised’ by 
means of strong feedback (R3>>rp). In 
contrast with the FET, it is easily 
dimensioned to supply the necessary 
(but still quite low) voltage gain. 
Remember that the main purpose of 
the amplifier is to provide the best pos- 
sible impedance match to the loop 
antenna, while ensuring, that severe 
intermodulation owing to nearby 
multi-kilowatt transmitters (utility or 
broadcast) does not occur easily. High 
gains are not generally required or 
indeed desirable ahead of any SW 
receiver input! 

Depending on the frequency range 
selected using rotary switch S1A-S1B 
(0.15-0.7_ MHz, 0.5-1.7_ MHz, 1.7- 
8.2 MHz or 7-30 MHz), different mag- 
netic antennas are connected to the 
amplifier input. In the highest range, 
only the 1-turn loop is connected, 
while in the lowest range, the amplifier 
receives the voltage produced by two 
series-connected coils on a ferrite rod. 
A 700-pF (350+350) variable capacitor, 
C1-C2, enables the antenna circuit to 
be tuned across a frequency range with 
a high/low ratio of about 4.8. For the 
lower SW bands, a loop with 4 turns 
would appear to be the best choice. 
The solution adopted here is, however, 
more elegant, using a transformer (L1- 
L2) with a step-up ratio of 1:4.5, Inter- 
estingly, the combination of a 1-turn 
loop and the transformer yields 
roughly the same quality factor (Q) 
and output signal level as the classic 4- 
turn loop. In practice, the use of a single 
1-turn loop for two SW ranges is sim- 
ply convenient! 

For medium-wave (MW) and long- 
wave (LW) reception, the traditional 
ferrite rod still offers good perfor- 
mance. Using a rod with a diameter of 
10 mm and a length of 200 mm, made 
from 4B1 material («; = 250, Philips 
Components) an effective permeabil- 
ity, He, of about 115 is obtained, which 
is equal to an air-cored inductor having 
a surface area of about 90 cm2, or a 
diameter of 10.7 cm. If the self-reso- 
nance frequency of the ferrite rod is 
below 2 MHz, the upper limit of the 
MW band (approx. 1.7 MHz) can not 
be reached without appreciable atten- 
uation. That is why the MW/LW ferrite 
antenna is not wound using ordinary 
enamelled copper wire, but a Teflon- 
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coated alternative 
called Tefzel. 

The amplifier’s out- 
put signal appears 
across L6 at an impedance of about 
50 Q. As you can see, it is coupled out 
inductively, the amplifier’s supply volt- 
age being applied to the primary of the 
1:1 output transformer (L5-L6). This is 
coupled to the amplifier using an arbi- 
trary length of 50-22 coax cable and a 
BNC or similar plug. 

The value of R6 depends on the 
supply voltage used: use 220 Q for 7.5- 
9 V, or 330 Q if your supply (or 
receiver) delivers 10-15 V. 


Coil winding, soldering & mechanical 
work 

The construction of the 2-2 active 
antenna involves a fair bit of drilling, 
filing, cutting and winding of induc- 
tors. We'll start with the latter. 

Three transformers, L1-L2, L3-L4 
and L5-L6, are wound using two-hole 
(‘binocular’) ferrite cores as illustrated 
in Figures 2a and 2b. L3-L4 and L5-L6 
are wound using bifilar wire which is 
easily made by twisting together two 
lengths of wire until a pitch of 3 to 5 
turns per cm is obtained. After wind- 
ing, the wire ends have to be identified 
with the aid of a multi- 
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meter. Winding data 
and materials used are 
stated in the Compo- 
nents List. 

The coils on the ferrite rod (L7-L8) 
are wound in ‘compartments’ of form- 
ers normally used for pot cores (Figure 
2c). L7 has four compartments with 
25 turns each of 0.3 mm dia. (30AWG) 
Teflon-coated copper wire. The smaller 
coil, L8, has a total of 36 turns of ordi- 
nary 0.6-mm copper lacquer wire 
divided equally over two compart- 
ments. Note that two compartments 
remain empty. 

Having made these inductors you 
are ready to tackle the circuit board. 
The copper track layouts and compo- 
nent mounting plan of the double- 
sided PCB are given in Figure 3. This 
PCB is available ready-made from the 
Publishers. The amplifier proper is 
largely built from SMA (surface mount 
assembly) parts. To facilitate soldering 
by hand, the relevant copper spots are 
purposely made a little Jarger than 
usual for SMA components. ‘To keep its 
cost within reason, the PCB is not 
through-plated, and a total of seven 
component wires, plus the wire ends 
of L3-L4, have to be soldered at both 
sides of the board. 


Using aluminium 


all dimensions in mm 
ao---- = before bending 
aluminium 1.5 mm 
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sheet with a thickness of 1.5 mm, a 
chassis is cut, drilled and bent as illus- 
trated in Figure 4. Six holes with a 
diameter of 2.5 mm allow one of two 
types of “Hopt' variable (tuning) capac- 
itor to be firmly secured. Similar tuning 
capacitors from other manufacturers 
may require different mountings. One 
of the Hopt types the author picked up 
at a rally has only two AM sections, the 
other, two AM sections and two FM 
sections. Both are equally suitable. The 
AM sections are connected in parallel 
to produce a maximum tuning capaci- 
tance of about 700 pF, to be connected 
between ground and the PCB terminal 
marked ‘CVAR’. A large knob makes 
for precise tuning, hence two 0.5 mm 
thick washers are used to make sure 
the centre of the tuning capacitor spin- 
dle is exactly half-way the height of the 
enclosure. The drilling details for the 
plastic case itself are shown in Figure 5. 
Seven holes have to be drilled, includ- 
ing one to pass the output coax cable. 
One additional, larger, hole may be 
required for a pivot assembly, a 
turntable or ball-bearing that enables 
the antenna to be rotated. 

The internal construction of the 
Omega-2 amplifier is further illustrated 
in Figure 6, The two wander sockets 
are cut to a total length of 14 mm. The 


a 


Spindle extension rod 
for tuning capacitor 


Solder tag for L8 
ground connection 


S 


Holes to pass antenna plugs 


i 
} 


“mame net 


Nylon cable clamp and 


PCB standoff 


spindle length of the 
band selection switch 
is reduced by 13 mm. 
The insulated wander 
socket (to the right in 
the picture) is fitted with a solder tag 
for wiring to the PCB. In the suggested 
construction, there is no room for the 
M10 nut that comes with the rotary 
switch. Consequently, the locking ring 
is either omitted or secured in position 
‘4’ using two-compo- 
nent glue. The four 2- 
compartment formers 
(for pot cores) are first 
glued together, and 


A = 0.05 m? 
L = 0.65 wH 


tube 24mm 


= = wire 91.5 .. 2mm 


14... 


26 


BF245A 


Pivot/turntable mounting 


then to the PCB. Two 
compartments remain 
empty. Later, the ferrite 
rod is passed through 
the formers and the 
holes in the case panels and the PCB, 
before it is secured with a nylon cable 
strap. 


The loop antennas 
The shortwave antenna for the 


2 = 1.8 ...8.8 MHz 


Tuning Range: 1 = 7.4... > 30 MHz 


Insulated wander socket, 
wired to PCB 


tS 


oe 


Band selection switch 


PCB, secured to alu 
chassis 


L7+L8 wound on four 2-compartment 
formers glued to PCB 


Omega-2 is made by bending 4-mm 
dia. brass or copper tubing, or massive 
copper, using a bottle or similar round 
object as a 77-mm dia. bending aid. 
Before you start bending the tube, 
mark the locations of the corners at 
+90 and +300 mm. The final size of 
the antenna should be 201x261 mm 
measured from the tube centres, 
although a few millimetres tolerance is 
perfectly acceptable. The tube ends are 
cut off until they 
are 82 mm apart. 
Using an electric 
cooking plate or 
similar heating 


telescopic antenna 


100,H 


+2... 3V 
(4mA) 
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device the antenna and the wander 
plugs are preheated and then soldered. 

An alternative to the ferrite rod is 
the ‘classic’ MW loop antenna consist- 
ing of 17 turns of 0.6-mm dia. enam- 
elled copper wire wound on a wooden 
frame of dimensions 22x22x4 cm which 
is either home-made or obtained from 
a handicraft shop. The turns should be 
spaced by about 2 mm, and are best 
held in position by grooves cut in the 
four corners of the frame. This antenna 
will typically produce a signal level 
which is four times higher than that of 
the ferrite rod. Like the 1-turn loop for 
the two SW ranges, the MW window 
antenna is plugged into the Omega-2 
amplifier box by means of two banana 
plugs. To use this excellent antenna, 
select the 7-30 MHz range. The fin- 
ished MW loop is pictured in the intro- 
ductory photograph, together with the 
Omega-2 amplifier. Its frequency cov- 
erage is 0,51-1.9 MHz. 


W-3 ANTENNA FOR 

SW ONLY 

Abroad, in a hotel with awful interfer- 
ence levels caused by airco systems 
and TV sets, or in a modern office, 
where computer noise thwarts any 
attempt at serious shortwave recep- 
tion, you may expect little from your 
pocket-size shortwave receiver with its 
telescopic antenna, or even a wire 
antenna with a length of 5 m. 

If your receiver has a socket for an 
external active antenna, you should 
not fail to experiment with very simple 
magnetic antennas based on FETs. As 
already mentioned, voltage gain is not 
required because the small receiver will 
be designed to handle small signals. 

Figure 7 shows the circuit diagram 
of the Omega-3 active antenna. As you 
can see, it is simpler than the Omega- 
2, mainly because the LW and MW 
bands are not covered. For holiday use, 
however, the Omega-3 is the perfect 
choice! 

Offering, a transconductance of 
about 0.4 mS the BF245 FET supplies a 
gain of about 0.8 times at a load imped- 
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ance of 200 Q presented by the Sony 
ICF-SW100 receiver. The internal FET 
amplifier has a fairly high and fre- 
quency-dependent input impedance to 
match the built-in telescopic antenna. 
When an external active antenna is 
connected, its mono jack plug connects 
the 220-Q resistor to ground, causing a 
nearly constant load of 200-220 Q to be 
presented to the active antenna out- 
put, while reducing the influence of 
the telescopic antenna. High-pass and 
VHF trap filters (block F) leave a usable 
bandwidth of 1.6 to 30 MHz. The 
CCITT weighted sensitivity of the 
author’s ICF-SW100 is around 0.25 uV 
at the input jack, for (S+N)/N = 10 dB 
at 80% amplitude modulation. 

Compared with the receiver’s tele- 
scopic antenna, the Omega-3 guaran- 
tees a noticeable volume increase, not 
even mentioning much reduced back- 
ground interference levels. 

The few parts that make up the 
Omega-3 are connected ‘in the air’. As 
shown in Figure 8, the antenna is 
plugged in at the sides of the case. 

(98(1162-1) 
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More interesting articles on antenna 

design which appeared in Elektor Elec- 

tronics: 

Experimental quadriform ferrite T/R 
antenna, November 1991 

The QTC Loop Antenna, June 1991. 

An experimental all-waveband ferrite 
rod antenna, May 1990. 

The miser’s T/R Loop Antenna, 
November 1990. 

A compact spiral T/R HF antenna, 
November 1992. 

Mark-Two 80/40 OTC Loop Antenna, 
July/August 1992, 

Wideband active telescopic antenna, 
July/August 1992. 

External ferrite aerial units for 
SW/MW/SW radios, May 1993. 

Small loop antennas for MW AM BCB, 
LF and VLF reception, June and 
July/August 1994, 

Ultima Loopstick VLF Antenna, 
July/August 1998, 
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GENERAL INTEREST 


The design of a digital 
. loudspeaker sys- 


difficulties owing to 
the requirements 

- for low quantization, 
_ low spurious noises 
- and good directivity. 

The key to a good 
design lies in the digi- 
_ tal signal processor, 
DSP. The electro- 

- acoustic conversion 
~ remains traditional, of 
course, but a DSP 

unit is added to the 
digital audio chain in 
which a digital-to-ana- 
logue converter (DAC) 
precedes the normal 
amplifier and loud- 
speaker. 


Design by Visaton 


w does a digital 
dspeaker syste 


_ Digital loudspeaker 
Type DS4 from Vis 


_tem presents grave — 


a Hid iii, 


Over the past few years, digital signal 
processing has become more and more 
important. Compute-intensive filter 
operations are gradually being 
replaced by powerful digital signal 
processors—DSPs. Computing speeds 
have increased so much that it is now 
possible with a digital protocol to 
design crossover networks for active 
loudspeaker systems which can under- 


take the error correction for the entire 
signal chain. Such a network or, rather, 
controller, is at the heart of the active, 
digital, four-way loudspeaker system 
Type DS4 from Visaton (Figure 1). 

The controller is a combination of a 
digital preamplifier, digital crossover fil- 
ter, digital error correction network for 
the entire chain, and digital protection 
network. The electronic and acoustic 
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capability of the resulting 

operational unit stands com- 

parison with the best analogue 

preamplifiers and active 
crossover networks, 


CONTROLLER 

The digital controller consists of two 
digital (1 coaxial, 1 optical) and one 
analogue (XLR) inputs. The analogue 
input signals are derived from a 24-bit 
analogue-to-digital converter—ADC. 
This data stream or that at the digital 
inputs (up to 24 bits wide) is fed to the 
internal signal processing circuits. The 
controller may be driven at sampling 
rates of 44.1 KHz or 48 kHz. 

The converted signals at the ana- 
logue input can be passed to the digi- 
tal output with a word length of 24 
bits. This function (digital insert) is 
needed for calibration purposes. 


FILTERING 

The signals in the two stereo channels 
are processed discretely by two 
Motorola DSPs: a Type 56009 and a 
Type 56007. To obtain a bounded 
impulse response, all filtering is carried 
out with finite impulse* response (FIR) 
filters (see Figure 2). This is the only 
type of filter that can determine ampli- 
tude and phase response simultane- 
ously. 

Operation of an FIR filter may be 
compared with that of a fast Fourier 
transform (FFT), since this describes a 
method for the rapid computation of a 
digital filter. A drawback of this type of 
filter is its length, which requires great 
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Window functions 


The frequency characteristic of a digital filter is a periodic function related to the sampling 
period, T, which can be expanded as a Fourier series. The coefficients of this series repre- 
sents the impulse response of the filter. When, in a practical case, this infinite series has to 
be truncated to n terms, the sharp cut-off leads to overshoots and oscillations in the char- 
acteristic. This is know as the Gibbs phenomenon and the effect can be minimized by multi- 
plying the impulse response by a weighting factor described as a window function w(n). 
This function can easily be incorporated in the design of an FIR. Some of the common 
window functions have the mathematical form listed below. 


Os ns (N-1) 


Os ms (N-1) 


Rectangular wn) = 1 

Triangular w(n) = 2n/(N~1)0S ns (N-1)/2 
Bartlettw(n) = 2-((2n)/(N-1)] (N-1)/2s ns (N-1) 
Hanning w(n) = 0.5-0.5cos[(2m1)/(N-1)] 
Hamming w(n) = 0.54-0.46cos[(20)/(N-1)] 


Os ns (N-1) 


computer power and results in a (rela- 
tively) long signal delay. To prevent 
overshoot of the leading and trailing 
edges caused by truncating the num- 
ber of filter terms (only a filter of infi- 
nite length is error-free), special win- 


dow functions (see box) are built into 
the filter function. 
To make the best possible use of the 


ty 


Freg.Resp. 
dB) e 


computer power, 
the frequency 
domain of each 
channel is divided 
into four bands: 
SUB, BASS, MID and 
HIGH. Four-times downsampling is 
used for the MID band, and X16 for the 
Bass and suB bands. This arrangement 
conforms to subsampling which low- 
ers the upper frequency. In the MID 
band, the upper frequency is 4 kHz, 
and in the Bass and sus bands, 1 kHz. 
In this way, the requisite computing 
speed is reduced by factors of about 4 
and 16 respectively. This makes it pos- 
sible to compute 8000 input values for 
one output value in the sus band, so 
that correction of the transfer function 
is possible even at the lowest fre- 
quency. 


EQUALIZATION 
The system is equalized by evaluating 
each of the bands once over the entire 
signal path. This requires special mea- 
suring and equalizing software that 
enables a frequency response as that in 
Figure 3a to be obtained. As a first step 
in the process, all eight transfer func- 
tions are inverted, both as regards 
amplitude and phase (Figure 3b). 
When a loudspeaker is driven by its 
own, complex-inverted transfer func- 
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tion, the theoretical 
result is error-free 
transfer. However, as 
already mentioned, 
in practice there is 
always a_ delay 
which depends on the quality of equal- 
ization. 

Of course, high-quality equalization 
over the frequency range makes sense 
only if efficient loudspeakers are used. 
If this were not so, the error correction 
would need too much amplifying 
power which the loudspeaker would 
not be able to handle or the resulting 
sound pressure delivered by it would 
be too small. 

So as to limit the number of errors 
resulting from rounding-off (unavoid- 
able with the large number of com- 
puting operations), processing is car- 
ried out with long internal words. The 
word length between the functions 
shown in Figure 1 is 48 bits, but that 
used internally by the processor is 
even greater. At the next processing 
step, the resulting, complex-inverted 
transfer function is expanded into a fil- 
ter function (for instance, band-pass — 
see Figure 3c). This process enables 
phase-locked filters with a skirt steep- 
ness of up to 300 dB per octave to be 
designed. 

The bandpass response (see Fig- 


ure 4) meets the demands of the filters 
needed for equalization, although each 
band has its own result. The digital 
output of these filters describes the sig- 
nal needed to drive the relevant loud- 
speaker. 


MORE FACILITIES 

Digital signal processing offers more 
possibilities than described so far. For 
instance, from the specification of the 
relevant components, such as the 
amplifier or loudspeaker, it is possible 
to find statements in the digital data 
stream pertinent to the real load. This 
is, however, only so if none but linear 
errors occur in the loudspeaker, ampli- 
fier and other components in the sys- 
tem. These may be recognized by the 
fact that the percentage error remains 
the same when the signal level is var- 
ied, Linear errors are ascertained and 
corrected during calibration. 

Errors caused, for instance, by par- 
tial oscillations or too small a maximum 
linear deflection of the loudspeaker 
cone are non-linear errors. When the 
signal level is raised, the percentage of 
these errors increases. Such errors can- 
not be corrected by the digital con- 
troller. It is, of course, possible to keep 
them to an absolute minimum by the 
use of high-quality components. If this 
is the case, as for instance in the D54, 
no active control is used (or needed) in 
the bass band. Such control would 
result in system feedback, causing an 
unbounded impulse response, which 
is, of course, incompatible with the 
basic design of an error-free loud- 
speaker system with finite (bounded) 
impulse response, 


LIMITING VALUES 
Provided that the components follow- 
ing the digital controller operate lin- 
early, it is possible to correct all linear 
errors in the digital data stream. The 
limiting values of the individual com- 
ponents that program the controller 
permit an early warning when opera- 
tion of the system goes outside the lin- 
ear range, for instance, when one of 
the components is overloaded. The 
limiter functions in the program then 
come into operation. 

Limiter functions provide protec- 
tion for the various components by 
interrupting the data stream when lim- 
iting values are reached. This is not 
done by a power-off, but by a specified 
limitation of the output signal of the 
digital controller. Owing to this limita- 
tion, signal components that lie above 
the limiting values will be distorted but 
will not cause any damage. If the dis- 
tortion factor is accepted at peak levels, 
a loudspeaker reproducing music at 
mid-frequencies can be operated at 
higher volume levels. To ensure distor- 
tion-free reproduction, the limiter 
function represents the upper thresh- 


Elektor Electronics 9/98 


“1 


old. 


The digital con- 
troller of the DS4 sys- 
tem provides three dif- 
ferent limiter functions: 
* a peak limiter that reacts to peak 

impulses; 

* a thermal limiter, which reacts to 
thermal loads on the loudspeaker 
via temperature sensors on the 
magnet and voice coil; 

* an overshoot limiter, which enables 
better utilization of the power sup- 
ply of the output amplifier since the 
short-term pulse power output is 
normally higher than the continu- 
ous power output. 


BACK TO ANALOGUE 

The final step in the controller process 
is the reconversion of the digital signal 
into an analogue one. In this, the word 
length is reduced to 24 bits, while the 
suB/BASS band is computed by real 
24-bit x4 oversampling, and the 
MID/HIGH band by real 
24-bit x8 oversam- 
pling. Oversampling 
should be seen as an 


interpolation at equal 
increases of the sam- 
pling rate. This results 
in a large number of 
intermediate values which enable 
much higher quality digital-to-ana- 
logue conversion. 

The digital data stream is also out- 
put in 48-bit words and applied to the 
dithert and noise shaper. In the dither, 
a digital noise signal is superimposed 
on the data stream, so that the rectan- 
gular shape of the signal that ensues 
when low level signals are sampled is 
resolved. 

The noise shaper following the 
dither stage is a high-pass section that 
acts only on the superimposed noise 
signal and shifts the noise floor to an 
irrelevant high frequency range. At the 
same time, the 48-bit signal is con- 
verted into 20-bit words needed for the 
digital-to-analogue conversion. This 
conversion is performed in each band 
by a 20-bit DAC from Burr-Brown. 

The resulting ana- 
logue signal is applied 
to the single output 
amplifier via balanced 
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XLR links. These links are highly 
immune to noise. An amplifier, whose 
output is linked directly to the appro- 
priate driver in the loudspeaker, is 
needed for each band. 


LOUDSPEAKER 
CONSTRUCTION 
The radiation pattern of a loudspeaker 
affects the energy mix in the listening 
room. This means that loudspeakers 
with different radiation patterns, even 
when they have the same transfer 
function at 0°, produce differently 
coloured sound in a room. The shape 
of the DS4 enclosure (Figure 5) pro- 
duces sound focusing that is propor- 
tional to the frequency. This is consid- 
ered the most favourable method by 
the AES (Audio Engineering Society). 
The signal chain is corrected over 
the entire audio range as regards fre- 
quency response, phase response (con- 
stant group transit time), and decay 
time with the aid of a digital controller. 
With skirt steepnesses up to 300 dB per 
octave, crossover ranges are virtually 
non-existent, so that the acoustic draw- 
backs of traditional multi-way loud- 
speakers are eliminated. 


oy 


For an 
optimum radi- 
ation charac- 
teristic and 
maximum 
sound _ pres- 
sure, the DS4 
is designed as 
a 4-way sys- 
tem. For the 


100 


150 ms 


tem has a very large aperture to pre- 
vent flow noise. 

For the bass frequencies, a 20 cm 
Type GF200 driver is used, which has a 
fibreglass cone and rear-vented spider. 

The mid-range unit is a 13 cm Type 
AL130M driver, which has a carbon- 
coated aluminium diaphragm, rear- 
vented spider, and an impedance con- 
trol ring. 


very low frequencies, two 25 cm Type 
TIW250 drivers are used in a d’Ap- 
polito arrangement. This ensures even 
sound distribution in the room and 
correct positioning of the bass sources 
up to the 
mid/high fre- 
quency range. 
The 122- litre 
bass reflex sys- 


The cone drivers have a kapton 
(high temperature plastic) motor 
(voice) coil carrier and ventilated pole 
pieces. 

Treble frequencies are reproduced 
by a 25 mm ferrofluid-cooled textile 
dome unit Type G25FFL, which uses a 
spherical horn specially developed for 
this application. 

The DS4 system was tested in an 
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anechoic room, during which the con- 
troller ‘gets acquainted’ with all errors, 
which are later corrected in real time. 
The controller is delivered with two 
correction variants and can be fully 
adapted to the listening room by a 
sound engineer. 

Each loudspeaker in the DS4 sys- 
tem requires four amplifiers, for 
instance, two stereo output units Type 
NAD218. The output in the sun band is 
400 watts into 4, and that in the 
other three bands, 250 W into 8 Q. 

Figures 6-9 show some acoustically 
measured characteristics that represent 
the results of the digitally corrected sig- 
nal chain in the DS4. 

Figure 6. The amplitude vs frequency 
response, measured along the axis of 
the tweeter (typical listening position) 
at a distance of 3 metres from the unit, 
shows that the -3 dB range extends 
from 30 Hz to 22 kHz. The residual rip- 
ple is within +0.5 dB. 
Figure 7. The impulse response curve, 
measured with an impulse width of 
50 us, is almost ideal, which points to 
an error-free frequency and phase 
response. Note the previously men- 
tioned relatively large group delay of 
110 ms, which, fortunately, in stereo- 
phonic music reproduction cannot be 
discerned. 
Figure 8. The correction in the tran- 
sient response of the equalized D54 
system compared with that of an ana- 
logue system when a toneburst of 
500 Hz is applied is clearly recogniz- 
able, 
Figure 9. A loudspeaker can acousti- 
cally reproduce a square-wave signal 
only if the phase response and ampli- 
tude response are corrected simultane- 
ously. The ideal way of doing so is by 
means of an FIR filter. 

[980032] 


* The name ‘impulse’ is used since the 
samples, that is, instantaneous values 
of the varying analogue signal, are 
regarded as impulses. 


t Dither is low-level noise added to the 
signal input to randomize encoding 
errors at the level of the LSB. Dither 
effectively eliminates quantizing errors 
and acts to extend a system's dynamic 
range to well below its normal floor. 


After this article had been prepared, it was 
learnt that the world's first digital loud- 
speaker has been developed by Cambridge- 
based research group 1...Limited. This 
consists of a flat panel matrix of small 
piezoelectric transducers, each of which 1s 
driven directly by digital signals. More 
details of the design will be published in a 
forthcoming issue of Elektor Electronics. 

[Editor] 
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Intelligent IC Tester 
March 1998, 980029 


Pin 39 of the processor (IC3) is 
connected to pin 1 of the firmware 
GAL (IC5). Due to specific signal 
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load conditions, this connection 
may Cause problems with certain 
GAL brands. 

The remedy is simple: instead of 
pin 39, use pin 40 of the proces- 
sor as the oscillator output. The 
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Switchboard allows PRIVATE READERS of Elektor Electronics one 
FREE advertisement of up to 106 characters, including spaces, com- 
mas, numerals, etc., per month. The advertisement MUST relate to 
electronics, and it MUST INCLUDE a private telephone number or 
name and address; post office boxes are NOT acceptable. 

Elektor Electronics (Publishing) can not accept responsibility for any 
correspondence or transaction as a result of a free advertisement or 
of any inaccuracy in the text of such an advertisement. 


| Advertisements will be placed in the order in which they are 


received. Elektor Electronics (Publishing) reserve the right to refuse 


advertisements without giving reasons or without returning them. 


FOR SALE Handheld Dataman $4, 
complete with mains charger, manu- 
al, s/w and MCS51 ROM. £175. 
Phone Mike on (01749) 670016. 


FOR SALE Kits of 1992/93 Elektor 
1.2GHz Multifunction Frequency Meter, 
complete with case, front panel foil and 
all parts. Superb design and project, 
few available, £75 plus P&P Anita, Sib- 
berkerkstr. 100, NL-6301-AW, Valken- 
burg, Netherlands. Email 
techtext@worldonline.nl. 
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FOR SALE Ex-hobbyist’s tools, oscil- 
loscope, transformers, many compo- 
nents. Phone Rae Kozary on (0181) 
9429377. 


FOR SALE Graphtec MP3100 plotter 
(A3). WANTED Gould 0S300 mains 
transformer (or dead scope). Phone G. 
Coast on 01634 314999 


WANTED Book 2 of ‘Formant Music 
Synthesizer’, by M. Aigner. Klaus 
Nielsen, Viborggade 4, 4th. DK-2100, 
Coperhagen, Denmark. 
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two PCB drawings show how the 
modification is made. Using a 
sharp hobby knife, a track is cut. 
Next, the new connection is made 
using a short length of thin, insu- 
lated wire. 


lo 
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LAB CLEAROUT Surplus components 
for sale: digital & analogue ICs, resis- 
tors, capacitors, switches, pots, bare 
PCBs (all unused) plus test equipment, 
incl. Microprocessor development sys- 
tem, PROM programmer, UV light, etc., 
Send SAE for list to D. Fittes, 8 Elisa- 
beth Court, Warwick CV34 6QB, or tel. 
01926 493092. 


FOR SALE Lotus Smartsuite for Win- 
dows (123 Spreadsheet, Amipro word 
processor & Harvard Graphics), £20. 
Blackwells Idealist for Windows, data- 
base and retrieval system, unopened, 
unregistered, £20. All original disks 
with manuals. J. Hopkins, tel. 01243 
784159. 


WANTED A VHF to UHF convertor, or 
circuits, as | have a display unit with a 
VHF output, and | wish to connect a 
TV. Mt. T. Collins, 215 Arlott Crescent, 
Oldbrook, Milton Keynes MK6 2QT. 


FOR SALE EPROM programmer GP 
EP8000 £75, Spectron 0-586 datas- 
cope £185, Intel MDS + ICE with 
manuals etc. £100. P Clark (01344) 
868985. 


FOR SALE Due to workshop clear- 
ance: 3 multimeters, transistor tester, 
frequency counter, valve voltmeter. 
Phone for detailed list. Ken Phillips, 
phone (01376) 323164 (Essex). 

FOR SALE Sony SMC-70GP video ti- 
tler with books, software, etc. Twin 
3.5" drives, integral keyboard, gen- 
focker, PAL superimposer and separate 
colour monitor. Job lot: untested and 
sold ‘as seen’. First £50 secures. 
Trevor Wiltshire, Reading (0118) 
9701163. 


FOR SALE PSU PCB's, 45W, |/P 
240VAC, O/P DC +5V (x2), +12V, 
~12V, £5 each. Tel. Paul on (01942) 
706769 after 6pm. 
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Fresvnenctese 


The circuit described in this article is primarily intend- 
ed for installing into a PC, to act as a versatile sup- 
ply for all kinds of experimental circuits. However, 
the supply being designed for an input voltage of 
12 V, it may also find useful applications in your car, 
caravan or boat. The actual design is that of an 
easily built discrete low-drop regulator with short-cir- 


cuit protection. 


(SSsicgm key JR. Lucccassem 


experimental power 


supply for P¢s 


adjustable between 1 V and 12 V, 


and from 50 mA to 1.5A 
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Power supplies are among the equip- 
ment many electronics enthusiasts 
love to have lots of, if only for the sake 
of being able to power each and 
every circuit on the workbench. The 
design of the experimental supply for 
PCs slowly materialised while the 
author worked on a processor appli- 
cation circuit for the PC. When the 
control circuit was ready and had to 
be powered, alas, the author's bench- 
top power supply was already in use, 
supplying the equipment to be con- 
trolled! Many of you will recognize this 
type of problem. In the case of the 
author, the incident prompted him to 
put an additional, adjustable power 
supply high on the list of ‘things to do’. 
Preferably, this supply had to be incor- 
porated into the PC, employing the 
12-V voltage which is conveniently 
available inside the case. 


Profile 

To begin with, a profile was drawn of 
the desired power supply. After some 
thought, the following ‘must have’ 
points were noted: 


> input voltage: 12 V; 


> output voltage adjustable 
between 1 V and 12 V; 
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» adjustable current limit from 
50 mA to 1.5 A; 

» LED indicator for oufput current 
overload; 

& LED indicator for too high output 
voltage or too low input voltage; 

® short-circuit resistant; 

» simple to build, preferably using 
commonly available parts. 


In order to explain the final design of 
the circuit, the above aspects will be 
discussed one by one. 

The +12 V input voltage was 
already mentioned. This is one of the 
standard voltages available inside 
any PC, Other standard voltages are 
-12 V and +5 V, and hardware fans 
may like the idea of making these 
externally available as well, say, by 
way of a fuse. These voltages can be 
a great help when working on appli- 
cation circuits. The 12-V input voltage 
used here has the additional advan- 
tage of allowing all commonly 
encountered (vehicle) batteries to be 
used as the power source. 

If you want to be able to power as 
many different circuits as possible, the 
supply really has to be adjustable. If, 
however, we want to be able to turn 
the output voltage up to 12 V while the 
input voltage is also 12 V, then there is 
no way to avoid the use of a low-drop 
voltage regulator. After all, to operate 
properly a normal regulator will typi- 
cally require a voltage difference of at 
least 2 to 3 V between its input and 
output. 

Adjustable current limiting is a must 
on any experimenter’s power supply, 
while the LED indicators belong in the 
class of useful add-ons. 

Because a complete volt- 
age/current readout based on an LCD 
or even a moving-coil instrument 
would take up a lot of space and con- 
siderably add to the cost of the power 
supply, this facility had to be dropped 
in the design. 

The two last requirements, short-cir- 
cuit protection and simple construc- 
tion, should really be considered self- 
evident features. 


Circuit diagram 
Although there is no lack of integrated 
voltage regulators on today’s elec- 
tronics market, and it is very tempting 
to use one of these black boxes, they 
generally introduce so much voltage 
loss that a circuit consisting of discrete 
parts is often the best solution. 
Consequently, the circuit diagram in 
Figure 1 shows a good many opamps 
and a couple of transistors. 

At first blush the circuit diagram may 
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Figure 1. IC2 and IC5a produce the reference voltage, T] and 12 act as a voltage reg- 
ulator, and IC3a and IC3b drive the LED indicators. The rest of the circuit handles all of 


the current limiting and short-circuit protection, 


appear rather tangled, so we'd better 
start explaining the various sub-func- 
tions. 

To begin with, the connections and 
controls: the 12-V input voltage is con- 
nected to K1, while the regulated out- 
put voltage is available on K2. Pot P1 is 
used to set the current limit, and P3 to 
adjust the output voltage. Preset P2 
enables the exact range of the output 
voltage to be accurately adjusted. 

Next, the structure of the circuit. This 
can be divided into four sub-circuits: 
reference voltage source, voltage 
regulator proper, current limiter and 
LED drivers. 
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Reference voltage 

In principle, it would have been possi- 
ble to use the PC’s internal 5-V supply 
as the reference source. However, to 
make sure the power supply can also 
be used without a PC, a ‘precision 
shunt regulator’ type TL431 is applied. 
In the circuit diagram you find this 
component identified as IC2. Some 
confusion may arise from the double 
appearance of this IC in the circuit 
diagram, but that is due to the fact 
that the TL431 is supplied in two differ- 
ent packages, and that both may be 
used on the PCB. So you only have to 
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Figure 2, The PCB is clearly laid out, and spacious, so that populating it will not present 


undue problems, 


COMPONENTS LIST 


Resistors: 


R1,R4,R7,R9,R11,R12,R22,R25 = 1kQ 


R2 = 1008 2W 
R3,R5,R19,R24,R26 = 10kQ2 
R6,R8 = 1k25 

R10 = 8202 

R13,R15,R16,R17 = 10k&2 0.1% 
R14 = 0047 3w 

1 R18 = 68k2 

R20 = 100kQ 

R21 = iMQ 

R23,R27 = 10M 

P1,P3 = 10kQ2 linear potentiometer 
P2 = 5002 preset H 


Capacitors: 


C1 = 1000uF 25V radial 
C2,C4,C5,C7-C10 = 100nF 
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4014373 (2) 
L-2S0086 


C3 = 100F 63V radial 
C6 = 1uF 25V radial 


Semiconductors: 

D1 = 1N4148 

D2,D3,D4 = LED 

D5 = 15V, 400mW zener diode 
Ti = BD244 

T2 = BC640 

1C1,IC4,IC5 = LM358 

IC2 = TL431 or TL431P 

IC3 = LM393 


Miscellaneous: 

Li = suppressor choke, min. 2A 

F1 = fuse, 2A, slow, with PCB holder 

K1 = 4-way PC power supply connector 
K2 = 2-way PCB terminal block, pin dis- 
tance 5mm 

Heat-sink for T1, e.g. Fischer SK59 

PCB, order code 980057-1, see Readers 
Services page. 


mount one TL431 on the board! 

The TL431 normally supplies a refer- 
ence voltage of about 2.5 V. This volt- 
age is reduced to 1 V by potential 
divider R6-R9, and then buffered by 
IC5a. The output of this IC, pin 1, sup- 
plies a stable and fairly robust voltage, 
Ure, Of 1 V, which is used as a refer- 
ence for other sub-circuits in the power 
supply. 


Voltage regulator 

This part of the circuit is designed to 
the standard recipe, and excels in 
simplicity. |Cda compares the refer- 
ence voltage with the portion of the 
output voltage supplied by P3. 
Depending on the outcome of the 
comparison series transistor T1 
receives a proportional amount of 
base drive via 12. In this way, P3 
enables the output voltage to be 
adjusted. The ‘lower side’ of the volt- 
age divider has been made 
adjustable with preset P2 to enable 
the highest value of the output voltage 
to be set. 

Especially when the output voltage 
set with P3 is relatively low, and a rela- 
tively large current is supplied, T] will 
turn a lot of power into heat. So, you 
will not be surprised to learn that that 
this transistor has to be cooled to allow 
for its dissipation! 


Current limiter 

Series resistor R14 acts as a current 
sensor, and its value actually deter- 
mines the maximum output current. 
The value 0.47 © indicated in the cir- 
cuit diagram results in a highest cur- 
rent of 1 A. For 1.5 A, R14 has to be 
lowered to 0.33 @. 

The voltage across R14 is applied to 
opamp |IC4b by way of R13 and R17. 
To this voltage the opamp adds the 
reference level applied via R16. Using 
ICla the resultant, output current 
dependent, voltage is amplified 7.8 
times (ratio R18/R19), so that the IC 
output supplies 1 V at / = 0 A, and 
4.86Vatl=1.5A. 

Next, the amplified measurement 
voltage is applied to the + input of 
IC1b, which acts as a combined com- 
parator, integrator and amplifier. The 
— input of the said opamp is supplied 
with a voltage between 1 V and 5 V, 
emanating from Pl and buffered by 
IC5b. As long as the amplified mea- 
surement voltage (i.e., the value of the 
output current) remains below the 
threshold set with Pl, the output of 
IC1b will remain at 0 V. As soon as the 
set limit is exceeded, however, the 
voltage level at the + input of IC4a will 
be pushed up by the output of IC1b. 
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Figure 3. Compare your construction efforts with this prototype. T1 is only temporarily 
connected — it is to be secured on a heatsink. 


The result is that the output voltage is 
reduced until the measured output 
current drops below the threshold set 
with Pl. When the supply output is 
short-circuited, the current through 
sensor resistor R14 will surge and actu- 
ate the current shut-down function 
almost immediately, irrespective of the 
setting of P1. Consequently, the output 
voltage will be reduced to almost zero, 
In this way, the current-overload pro- 
tection also acts as an effective short- 
circuit protection. 


LED drivers/indicators 

Whenever the instantaneous voltage 
level at the output of IC1b rises and 
the current limiter is actuated, the 
— input of comparator IC3b becomes 
‘high’ with respect to the + input which 
is held at Uper. Consequently the com- 
parator output swings from high fo low, 
causing LED D2 fo light and indicate 
that the output current has exceeded 
the threshold set on P1. 

The previously mentioned voltage 
indication is equally simple, and set 
up around comparator IC3a, One of 
its inputs is connected to junction R12- 
R6é which supplies about 5 V derived 
from the input volfage. The other input 
is tied to the collector of T2. If, for what- 
ever reason, the input voltage 
becomes too low for the set output 
voltage, transistor T2 will be driven 
hard. As a result, the voltage at the 
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— input of IC3a will become higher 
than that at the + input, so that the 
comparator output swings from high to 
low, causing LED D3 to light and indi- 
cate a too low input voltage. 


Practical matters 

Although all essential aspects of the 
basic design have been discussed so 
far, there are a few details left to be 
looked at. LED D4 acts as an on/off 
indicator together with its series resistor 
R4, For the sake of safety, a fuse (F1) is 
inserted in series with the input volt- 
age. Choke L1 affords noise suppres- 
sion, while electrolytic capacitor Cl 
adds some extra smoothing of the 
input voltage. Zener diode D5 was 
added to protect the circuit against 
excessive input voltage levels. 

The printed circuit board designed 
for the power supply is shown in 
Figure 2. The layout is pretty spacious, 
enabling even less experienced con- 
structors to build the circuit with a fair 
chance of first-time success. Take your 
time, work carefully and simply follow 
the component list and the compo- 
nent overlay. Mind the polarity of the 
electrolytic capacitors and the 
diodes, and use IC sockets for the 
opamps. 

Obviously, the LED indicators are sol- 
dered directly on the board. The inten- 
tion is for them to be mounted on the 
front panel of the enclosure, and con- 
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nected to the board by way of short, 
flexible wires. 

Series transistor T1 is purposely locat- 
ed near the edge of the board to 
allow easy fitting of a heat-sink, A 
heat-sink such as the type SK59 from 
Dau/Fischer will be adequate here. In 
case you intend to use a metal enclo- 
sure, one of the walls will also do as a 
heat-sink. Whatever option you use, 
however, make sure the transistor is 
properly insulated from the heatsink. 
For this purpose you use a mica wash- 
er and a pair of plastic bushes with 
associated nuts. Use your ohmmeter or 
continuity tester to check the insulation 
between the transistor body and the 
heat-sink! 

The circuit is very simple to adjust. 
Simply connect it to the 12-V input 
voltage, turn P3 to maximum, and then 
adjust P2 until the output voltage no 
longer rises (the output voltage will 
then be just below 12 Vj). That com- 
pletes the adjustment of the power 
supply. 


Mounting into the PC 

There are two options available for fin- 
ishing the circuit, and your choice will 
depend mainly on the application you 
have in mind for the power supply. if 
you expect to use it mainly as a 
mobile supply in combination with a 
(car) battery, then the circuit is best 
installed in its own case. Alternatively, if 
the circuit is to be used as a ‘real’ PC- 
internal supply, then the obvious 
choice is to build it into the PC case. 
Unless you have ac notebook, portable 
or otherwise fully crammed or internal- 
ly inaccessible PC, that is fairly easy to 
do by securing the circuit board 
against one of the pull-out panels at 
the front of the PC. What's left to be 
done is drill a few holes in the panel for 
the two wander sockets (for the output 
voltage), the pots, P1 and P3, and the 
LED indicators — not too difficult, we 
reckon. 

To connect up the input voltage, the 
board has space for a 4-way connec- 
tor, K1, which should be simple to hook 
up to the PC’s internal power supply 
cabling. 

One last remark. Although a volt- 
age/current readout is not provided as 
a standard feature on this power sup- 
ply, you are, of course, free to add 
your own LCD or moving-coil meter. 
Note, however, that any type of read- 
out will require an additional front 
panel to be used on the PC. 
Fortunately, that will not be a problem 
in most cases. 
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Nearly all of today’s PCs have a 15-way connection 
for a joystick. This port is only used for games, while 
the serial and parallel ports remain connected to 
peripheral equipment. So, it makes sense to investi- 
gate if and how the gameport can be employed for 
measurement and contro! applications. 


By B. Kaimka 


do more 
with the gameport 


some examples of alternative programming 


Figure 1. Connection diagram of the gameport found on most, if not all, of today's PCs, 


The gameport (a.k.a. joystick port) has 
four quasi-analogue inputs, AO-A3, 
that enable the value of a resistive ele- 
ment to be measured using the 
charge time of a _ capacitor. 
Furthermore, the gameport has four 
digital inputs (D4-D7). It is also the only 
standard interface on the PC to offer 
the +5 V supply voltage, allowing 
external circuits to be powered without 
problems. The pinout of the gameport 
is listed below and _ illustrated in 
Figure 1. 

The gameport occupies just one port 
address in the PC's I/O memory range: 
201,,. There, all inputs may be read in 
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1 +5V 

2 D4 

3 AQ—100% 

4 GND 

5 GN 

6 At 400k fas 
7 D5 

8 +5V 

9 +5V 

10 D6 

41 AZ—100k 

12 GND 

43 A3—102% Ari 
14 D7 

15 +5V 
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Connection 


+5V 


ground 


one go. The structure of this port 
address is illustrated in Figure 2. 

Using a dummy write operation to this 
address, the analogue inputs are reset 
before every new measurement. 
Under normal circumstances, the 
quasi-analogue inputs are employed 
fo measure the position (value) of the 
100-k£2 potentiometers in a joystick. 
After software initialisation, a 10-nF 
capacitor is charged via each poten- 
tiometer. As soon as the voltage across 
these capacitors reaches 2/3 of the 
supply voltage, an internal compara- 
tor toggles, and the capacitor is dis- 
charged again. The capacitor charge 
time is directly proportional with the 
position of the potentiometer spindle. 
In the PC, a quadruple timer type 558 
is typically used for this purpose. The 
joystick inputs are usually protected by 
2.2-2 series resistors. 

Listing 1 shows the principle of read- 
ing the pot values. By means of a one- 
time write operation to address 201, 
using an arbitrary databyte, the four 
timers are reset simultaneously. When 
this address is read, the lower four bits 
indicate the timer states for the 
respective inputs AO-A3. A logic 1 
means that the threshold voltage has 
not been reached at the relevant 
input. In this way, the charge time may 
be measured with the aid of a fast 
‘software’ loop. High-value poten- 
tiometers (with a value of up to 1 M22) 
result in a relatively long charge peri- 
od, enabling the measurement to be 
carried out at sufficient accuracy. To 
prevent the program entering an infi- 
nite loop caused by an open input, a 
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gameport register (address 201) 


7 ]s]s}a{3]e2 qs Jo] roca: 


gameport register (address 201) 
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Figure 2, Reading the gameport register at address 201H is cru- 


cial fo any experimental use of this port. 


time-out function is built into the pro- 


gram. 
The analogue inputs are suitable for 
direct resistance measurement. 


However, because of the tolerance of 
the charging capacitors, these mea- 
surements are marked by poor accu- 
racy, Consequently, each input has to 
be calibrated separately, Once that 
has been done, temperatures may be 
measured using an NIC resistor with a 
value of about 100 k®Q. 

The four digital inputs are TTL-compati- 
ble. They have 1-kQ pull-up resistors 
and 47-pF noise suppression capaci- 
fors. An open inputs is read as a 
‘logic 1’. The digital inputs are intend- 
ed for switches connecting to ground, 
but they can also be driven by TIL IC 
outputs, or by transistors. Listing 2 
shows a small program you may want 
to use to get started with reading the 
digital inputs. This program looks at the 
upper four bits of address 201 ,. 
Because of the pull-up resistors, a fair- 
ly large current flows when an input is 
pulled to ground (approx, 5 mA). 
Although this amount of current should 
not be a problem when, say, a switch 
position is being read, it may be too 
high when CMOS IC outputs are used. 
Consequently, some applications do 
require the use of input drivers, 

The digital inputs enable you fo do all 
kinds of experiments. One thing should 
be kept in mind, however: just like the 
parallel printer port, the gameport has 
no overload protection, so that errors 
and accidents may cause serious 
damage. The supply voltage outputs 
in particular are a major headache: a 
short-circuit here can cause the PC to 
crash or, worse, the internal power sup- 
ply to be destroyed. 


Voltage measurement 


The analogue inputs of the gameport 
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Figure 3. Writing to the jgameport register at I/O address 201H 


resets the analogue Inputs. 


allow us to measure voltages in a very 
simple way. After all, not only changes 
in resistance value cause a capaci- 
tor's charge time to be modified, but 
also any change in the input voltage. 
The charge voltage has to be greater 


than 3.3 V, however, in all cases, 
Figure 3 shows how input A3 may be 
used to measure voltages. To enable 
voltages between 0 and 3.3 V to be 
measured also, the measurement is 
carried out with respect to the com- 
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Figure 4. Using this simple circuit it becomes possible to employ the gameport to mea- 
sure analogue voltages, The additional 0.22-4F capacitor will only be required if you 
have an old, slow PC. 
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Figure 5. If you want to use a PC to monitor temperature, voltage or status, the game- 
port can provide excellent services. 
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Figure 6, A trick allows the analogue 
input fo double as a digital output. 


puter’s supply voltage. That is also the 
reason for splitting the charging resis- 
tor, preventing short-circuits when the 
measurement wire accidentally touch- 
es the computer case (ground). 
Unfortunately, this setup only allows 
measurements to be carried out on 
potential-free objects like batteries 
and the like. 

When, in certain applications, the 
voltage to be measured area is 
always greater than 4 V, it is also pos- 
sible to carry ouf measurements with 
respect to ground. The program 
shown in Listing 3 offers both possibil- 
ities. The variable called ‘Nullvalue’ 


= 


TTL pulses or 
switches 
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Figure 7, The gameport is capable of reading TTL-level pulses and switch positions with- 


out the help of additional hardware. 


(initial value) contains the preloaded 
counter state at a test measurement 
using an input voltage of 5 V (or with 
the input short-circuited, if the mea- 
surement is with respect to the supply 
voltage). This reference value has to 
be established empirically for any 
individual computer, using, for exam- 
ple, the counter program from 
Listing 1. The procedure ‘Calibrate’ 
allows this value to be fine-tuned while 
the program is running. If we want to 
use more than one input at a time, 
say, for multiple voltage measure- 
ments, each channel has to be calli- 
brated via its very own counter value, 


Listing 1 
Program Joystick_Resistance; 
uses crt; 
function Counter (Channel : Integer) : Word; 
var n : word; 
Portvalue : Byte; 
begin 
Portvalue := 1; {A0} 
if Channel=2 then Portvalue := 2; {Al} 
if Channel=3 then Portvalue := 4; {A2} 
if Channel=4 then Portvalue := 8; {A3} 
n:=0; 
Inline (SPA); {block interrupt} 
port({$201]:= 0; {reset timers} 
repeat 
nr=nt+l; {count until bit = 0} 


until ({Port [$201] and Portvalue) = 0) or (n>10000); 


Inline ($FB); 
Counter := n; 
end; 
begin 
repeat 


{enable interrupt} 


The relation between counter value 
and input voltage is not linear but 
described by an exponential function. 
The actual conversion and lineariza- 
tion is performed by the function 
called ‘Uin’. 

The measurement method = as 
described here offers only limited 
accuracy. The main error sources are 
the computer power supply and the 
temperature co-efficient of fhe 
charge capacitors. None the less, 
the effective resolution of 0.1 V 
across the measurement range up to 
30 V will be satisfactory for a good 
many applications. 


writeln (Counter(1}),' ',Counter(2),' ',Counter(3),' ',Counter(4)); 
delay (200); 
until KeyPressed; 
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Listing 2 


Program Joystick Digital; 
uses CRT; : 
function Din: 
begin 


Byte; 
Din := Port [$201] AND 240; {read bits 4-7} 
end; 
begin 
ClirScr; 
rpeat 
GotoxY (10,10); 


write (Din AND 16 div 16,' ‘'); {D4} 
write (Din AND 32 div 32,' '); {D5} 
write (Din AND 64 div 64,' '); {D6} 
write (Din AND 128 div 128,' '‘); {D7} 


until KeyPressed; 


Both the resolution and the accuracy 
may be improved by fitting an addi- 
tional 0,22-uF capacitor as illustrated 
in Figure 3. This modification results in 


longer charging periods and, conse- 
quently, higher counter values, so that, 
in the end, the input voltage is mea- 
sured using smaller steps. 


The temperature co-efficient may 
also be improved by the use of a foil 
capacitor. Unfortunately, there is 
nothing you can do about supply 


Listing 3 


Program Joystick Voltage; 
uses CRT; 
var Nullvalue: Word; 

Ch : Char; 
function Counter (Channel : 
var n : word; 


Integer) : Word; 


Portvalue : Byte; 
begin 
Portvalue := 1; {A0} 
if Channel=2 then Portvalue := 2; {Al} 
if Channel=3 then Portvalue := 4; {A2} 
if Channel=4 then Portvalue := 8; {A3} 
n:=0; 
Inline ($FA); {block interrupt} 
port($201]:= 0; {reset timers} 
repeat 
nz=n+l; {count until bit = 0} 
until ((Port [$201] and Portvalue) = 0) or (n>>10000); 
Inline ($FB); {enable interrupt} 
Counter := n; 
end; 
function Uin: Real ; 
begin 
Uin := 3.33 * (1/(1-exp(-Counter(4)/Nullvalue) )-1/(1-exp(-1))); 
end; 
procedure Calibrate; 
begin 
Nullvalue := Counter (4); {measurement via A3} 
end; 
begin 
Nullvalue := 340; 
Clrsers 
repeat 
repeat 
GotoxY (1,10); 
writeln ('Voltage w.r.t. +5V = ',Uin :3:1, 'V'); 
writeln (‘Voltage w.r.t. ground = ',Uin+5 :3:1, 'V'); 


delay (200); 
until KeyPressed; 
Ch := upcase (ReadKey); 
If Ch = 'K' 
until Ch = chr(27); 


then Calibrate; 


PC Topics Elektor Electronics EXTRA 9 - 9/98 


Listing 4 


Program Joystick_Limits; 
uses CRT; 
var Nullvalue: Word; 


Ch : Char; 
procedure Reset; 
begin 

Port [$201] := 0; 
end; 


function Input (Channel: Integer): String; 


var State : String; 
Portvalue : Byte; 
begin 

Portvalue := 1; 


{A0} 


end; 
begin 


if Channel=2 then Portvalue := 2; 
if Channel=3 then Portvalue := 4; {A2} 
if Channel=4 then Portvalue := 8; 
if (Port [$201] AND Portvalue) = 


{Al} 


{A3} 


else Input := 'no' 


clrsers 


writeln (‘Limit Checking 


repeat 
repeat 


Gotoxy (1,4); 
writeln (‘Channel 1: ',Input(1)); 
writeln ('Channel 2: ',Input(2)); 
writeln ('Channel 3: ‘,Input(3)); 
writeln ('Channel 4: ',Input(4)); 
delay (200); 


until KeyPressed; 


0 then Input := 'yes' 


<<Reset>> <<Esc>>'); 


Ch := upcase (ReadKey); 
If Ch = 'R' then Reset; 


until Ch = chr(27); 


voltage fluctuations caused by the 
PC itself. 


Checking the limits 


A useful property of the timer used for 
the gameport is that the condition of 
the analogue inputs (threshold 
reached or not) can be stored in flip- 
flops, completely independent of 
other applications. So, it is possible to 
reset the timers at any moment, and 
then concentrate on other matters. 
After some time, each input may be 
checked to see if the input voltage 
has exceeded the trigger threshold of 
3.3. V. 

Figure 5 shows some ways of realizing 
this in practice. Higher voltages may 


Listing 5 


1 REM Flashing LED on Gameport 


10 FOR N = 1 TO 5000 
20 OUT (&H201), 1 

30 NEXT N 

40 FOR N = 1 TO 10000 
50 NEXT N 

60 IF INKEYS <<>> "" THEN END 
70 GOTO 10 


be monitored by means of a voltage 
divider. An NIC may be employed to 
check if a certain temperature is 
exceeded, for instance, in the PC 
itself! The sensor then has to be mount- 
ed on a temperature-critical compo- 
nent (like the CPU) to check if this is 
adequately cooled. 

In addition to analogue quantities, it is 
also possible to monitor ‘individual’ 
pulses (having a minimum length of 
about 2 ms), or switch positions. In this 
way, it becomes possible to tell for sure 
whether or not a certain event 
occurred at least once during a cer- 
tain period of active monitoring. 
Listing 4 provides an example of a 
program that effectively monitors the 
extreme values (measurement limits). 


:REM reset timer, LED on 


:REM LED off 


The inputs may be reset at any time, 
and the state displayed on the screen. 
It is possible to leave the program at 
any time, and start it again later. In this 
way, it becomes possible to analyse 
events that occurred in the meantime. 


Switching output 


The absence of digital outputs unfortu- 
nately limits the application range of 
the gameport. With just a handful of 
parts, however, it is easy to create at 
least one digital output. After a soft- 
ware start of the timers, the analogue 
inputs are supplied with a single ramp- 
shaped pulse with a peak value of 
3.3 V, but only if this output is is pulled 
to +5 V by a resistor. A large number of 
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Listing 6 


program Four_Channel_ Counter; 
uses CRT; 
var ch : Char; 
procedure Counter; 
var z1,22,23,24: word; 
Input, InputAlt: Byte; 
begin 

Clirscr; 
write (' Event counter 
Z1:=0; 22:=0; Z23:=0; Z4:=0; 
InputAlt := Port[($201]; 
gotoxY (10,5); write (21); 
gotoxY (10,7); write (22); 
gotoxY (10,9); write (23); 
gotoXY (10,11); write (24); 
repeat 

Input := Port[{$201]; 


<<spacebar>> = Reset 


<<Esc>>'); 


{read D4-D7} 


if (Input and 16) << (InputAlt and 16) then begin 


Zl := Z1 + 2; 


{D4} 


gotoxY (10,5); write (21); 


end; 


if (Input and 32) << (InputAlt and 32) then begin 


22 := 22 + 1; 


{D5} 


gotoxy (10,7); write (22); 


end; 


if (Input and 64) << (InputAlt and 64) then begin 


23 := 23 + 1; 


{D6} 


gotoxY (10,9); write (23); 


end; 


if (Input and 128) << (InputAlt and 128) then begin 


24 3s= 24 + 1; 


{D7} 


gotoXY (10,11); write (24); 


end; 
InputAlt := Input; 
until KeyPressed; 
{delay (40);} 

end; 

begin 


repeat 

Counter; 

Ch := ReadKey; 
until Ch = chr(27); 


{key debounce} 


such pulses result in an average volt- 
age of about 2 V, which is sufficient to 
switch on a transistor. 

Figure 4 shows a circuit that turns an 
analogue input into a digital output. 
Here, the transistor turns on an LED 
when the joystick timer is reset all the 
time. The output signal from the joy- 
stick connection is smoothed by a 2.2- 
uF capacitor, which also provides ‘soft’ 
turning on and off of the LED. 

Listing 5 supplies you with a program 
for an LED-based flashing light. 
Because it is not essential for the reset 
pulses to arrive quickly one after 
another, a BASIC program will do fine. 
In line 20, 5000 successive reset com- 
mands are given. These are sure to 
switch on the transistor. If you happen 
to use a slow PC, the required thresh- 
old voltage may not be reached. In 
that case, it is necessary to lengthen 
the timer’s charging period by mount- 
ing the dashed 0.22-uF capacitor. The 
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transistor is automatically switched off 
when no reset commands are issued. 


A digital counter 


By reading the digital inputs of the joy- 
stick directly, it becomes possible to 
realize various types of digital counter. 
As shown in Figure 6, the digital inputs 
may be connected directly to switch- 
es or TIL outputs. To illustrate just one of 
the options that become available, an 
event counter is described below. 
Listing 6 provides the program of a 
quadruple pulse counter. All four dig- 
ital inputs are continuously monitored 
by the procedure ‘Counter’, 
Incoming pulses are independently 
counted and displayed on the com- 
puter screen. Because the latter 
occurs during the counting opera- 
tion, the maximum input frequency is 
limited to about 1 kHz when using a 
simple and slow PC. 
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The inputs may be directly connected 
fo switches, push-buttons or reed 
relays. Obviously, counting errors may 
be introduced by contact bounce 
which is inherent to nearly all mechan- 
ical switches. An effective debouncing 
method is to introduce a short pause 
of a few milliseconds, for example, 
delay(40), When the pulses are sup- 
plied by electronic sources like 
Geiger-Muller counters or clock oscil- 
lators, these pauses must be omitted 
because they lower the highest possi- 
ble input frequency. 
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In an earlier article on light intensity measurement 
using the PC (Elektor Electronics February 1998 
Supplement) it was claimed that accurate time 
measurement is very difficult to implement in Visual 
BASIC. Our reader Mr, Feltes had second thoughts 
about this, and shows that it can be done! 


Software toy J. Feltes 


accurate time measurement 
in Visual BASIC 


create software delays with 100-ys resolution 


True, because of its coarse resolution, 1 
the Timer function in Visual BASIC is 

only suitable for creating relatively 

long intervals. However, with the API 
function SLEEP apparently designed 

for shorter intervals, it should allow 
higher resolution to be achieved. 
SLEEP has to be declared as follows: 


Declare Sub Sleep Lib “Kernel32” 
(ByVal Milliseconds As Long) 


None the less, real measurements 
using this simple test program 


Sub Rect(t As Long, tl As Long) 
For i = 1 to tl 
Sleep t 


PortOut &H278, 1 

Sleep t 

PortOut &H278, 0 
Next i 2 
End Sub 


failed to indicate that the SLEEP func- 
tion provides better resolution than the 
well-known timer-interrupt ticks. In fact, 
the accuracy that can be achieved is 
about equal. The result of the mea- 
surement is shown in Figure 1. The hor- 
izontal axis shows the target value, the 
vertical axis, the real value. Both are in 
milliseconds. This particular test was 
carried out on a Pentium 133 PC run- 
ning Windows 95, The diagram shows 
that the duration of the pauses is 
almost correct only when the length is 
not less than about 14 ms. 

If, however, you want to control, say, 
stepper motors, you will soon require 
much shorter, repeatable and CPU- ; 
independent delays in the millisec- 982062 - 12 
onds range. Neither the Timer nor the 
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SLEEP function will get you very far in 
this respect. A usable short-period 
timer, on the other hand, employs one 
of the three counters offered by the 
8253/8254 interval timer IC of which 
any IBM PC or compatible has at least 
one. After all, while one counter has to 
be used for memory refresh, and 
another for the system clock, the third 
counter is only needed when a tone is 
to be generated via the PC’s internal 
loudspeaker. Obviously, this timer is 
available for other purposes, too. 

This counter, number 2, is operated 
in mode 0 and counts down a pre- 
loaded value to zero. The length of 
each count is accurately defined, and 
with it the length of the interval. On fin- 
ishing the count operation, the 
counter output goes from zero to one. 
Unfortunately, continuous reading of 
the counter output is not possible on 
all PCs, because the counter is only 
8253 compatible, and does not sup- 
port the Readback command. In this 
way, the counter state is continuously 
read rather than the output. When the 
new value exceeds the old one, the 
counter produces an overflow. In other 
words, it has reached the end of the 
interval. 

When this happens, a program like 
the one shown below branches out of 
a delay loop: 


Public Sub Sleepshort(ByVal 
Sdelay As Long) 

‘Sdelay as multiple of 0.838us 
Dim x As Long, y As Long, i As 
Long, zold As Long, Z As Long 


x = Portin(&H61) 
x = x Or l 
PortOut &H61, x 


PortOut &H43, &HBO 
x = SDelay And &HFF 
PortOut & H42, y 

x = SDelay \ &H100 
PortOut &H42, x 


zold = 100000 
Do 
PortOut &H43, &H80 
x = PortIn( &H42} 
y = PortiIn(&H42) 
Z= x + y * &H100 
If Z > zold Then Exit Do 
zold = 2 
Loop 


End Sub 


First, bit 0 on Port 61H is set to logic 1 
to actuate the gating input of 
counter 2. Next, the control word BO, 
= 10110000; is output on port 43, 
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10 11 


000 i?) 


Read/Write Mode 
First low byte, 
then high byte 


Select counter 2 


Counter Mode 0: 


BCD/Binary count 
Interrupt at in binary mode 


counting 


Then the least significant and most sig- 
nificant bytes of the start value are 
copied to the counter via port 42H. 
Because the input frequency of the 
counter is always 1.19318 MHz (i.e., 
independent of the CPU clock), the 
delay to be expected is always a mul- 
tiple of 0.838 us. In this way, a maxi- 
mum pause of 54.9 ms is obtained at 
SDelay = 65535. The value to be 
copied is an_ unsigned integer. 
Because this type of number does not 
exist in Visual BASIC, and the highest 
integer value is 32767, SDelay is trans- 
ferred as LONG, and internally split in a 
High and Low byte. 

Inside the loop, the counter value is 
continuously interrogated using the 
value 80,, = 10000000;: 


Breakflag = False 
If milliseconds <= 500 Then 
Sleep Milliseconds 
Else 
Ml = Milliseconds \ 300 
‘Integer Division! 
Rest = Milliseconds — Ml * 500 
For i = 1 to Ml 
Sleep 500 
DoEvent 
If Breakflag Then Exit 
For 
Next i 
Sleep Rest 
End if 


End Sub 


In general, it has to be emphasised 


10 00 


000 0 


Select counter 2 
counter latch 
state 


Internally store 


no meaning no meaning 


As indicated by measurements 
(Figure 2), the pause length of 
Sleepshort is subject to a tolerance of 
about +10% within the range 0.5- 
50 ms. Further improvement could be 
in store by replacing the SUBs in the 
assembler code within the DLL. 
Because of the counter capacity of 
16 bits, the length of the delay is limit- 
ed to 59.4 ms. Possibly also, Sleep or 
SleepShort may be employed 
depending on the desired delay. The 
subroutine called Pause does this 
automatically. At longer intervals, 
DoEvents is called in the meantime to 
enable a response to Events. 


Public Sub Pause(Milliseconds As 
Single) 


DIM Rest As Long, Ml As long, i 
As Long 


‘very short? 
if Milliseconds < 50 Then 
Sleepshort Milliseconds * 
1000/0.838 
Exit Sub 
End If 


‘longer than 50ms 
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that time measurements are not really 
possible under Windows because the 
operating system is allowed to break in 
at any time. The resultant slightly irreg- 
ular program execution may be 
demonstrated by using the above pro- 
gram to control a D-A converter and 
monitor the results of the conversion on 
an oscilloscope screen. You will not fail 
fo recognize the expected sawtooth 
shape, although it has a number of 
interruptions of varying lengths in the 
form of horizontal dashes. These paus- 
es become longer whenever the 
mouse or keyboard is used, or the 
hard disk is accessed. Fortunately, on 
modern PCs these pauses are in the 
millisecond range, so that they will not 
usually be noticed in not-too-fast 
applications. 


(GR?2062-1) 


An extensive version of this article 
appeared in the January 1998 issue 
of the German Basic Pro magazine. 
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The vast majority of today’s computer displays are 
VGA compatible. To be able to subject such displays 
to a quick test, a signal source has to be available 
that supports the rather high frequencies normally 
associated with the various VGA display modes. The 
VGA tester described in this article is a compact bat- 
tery-powered unit that enables you to tell, at a glance, 
if a computer monitor is working properly or not. 


(Measicgra kay B. ace Coreacatt 


small VGA-tester 


check computer displays within seconds 


seve NEARS NYS ERA ALA 


WRU ARRAN EARNS ASSERTS ES eae 


The VGA standard (video graphics 
array) is widely accepted as the current 
industry standard. Modern VGA-com- 
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pliant computer monitors are capable 
of handling line frequencies from 
30 kHz up to 100 kHz and more. Con- 


sequently, these monitors can only be 
used in combination with a computer, 
because the highest line frequency 
supplied by most TV test pattern gener- 
ators is about 16 kHz. 

One serious risk of connecting a faulty 
VGA display to a PC is that the fault can 
also cause damage the PC, and, in 
particular, the expensive video card. 
Asmall, simple to operate display tester 
like the one described here may well fill 
a ‘niche’ in the market for PC acces- 
sories, The fact that the tester is battery- 
powered makes it ideal for quick and 
efficient faultfinding and on-site testing. 


Before we continue with the description 
of the circuit, here are the relevant 
design targets we set out fo achieve: 


- battery powered; 

- simple and reliable 

- simple to use 

- adjustable frequency 

- adjustable line-sync levels; 

- recognisable picture on display. 
In practice 


Although the above list of requiremenis 
may cause different assumptions, the 
present project is simple and easy to 
reproduce, even without blocking the 
way to a fairly universal design. The cir- 
cuit diagram of the tester is shown Fig- 
ure 1. As you can see, the design is 
based on common-or-garden CMOS 
logic and a handful of discrete com- 
ponents. Because VGA displays can 
handle many different line frequencies 
between (roughly) 30 kHz and 100 kHz, 
there is a point in making the line fre- 
quency adjustable. In this circuit, that 
has been achieved by means of a sim- 
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CTRDIVIO 


D1 ... D9 = 1N4148 


IC1 = 4093 
1C2, 1C3 = 4518 
IC4 = 4528 


Cla ICib ICic 
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Figure 1, Circult diagram of the VGA display tester. The circuit is simple and cheap thanks to the use of commonly available parts. 


ple R-C oscillator consisting of compo- 
nents IC1d, C1, RI and P1. In the pro- 
totype, the values of the passive parts 
were found to guarantee a raster fre- 
quency range from 47 Hz up to 115 Hz, 
which should be ample for all applica- 
tions. 

The clock signal is processed by four 


dividers whose scaling factor is preset 
by means of diodes. The divider cas- 
cade IC2a-IC3b divides by 525. This 
unusual divisor is achieved by making 
IC2a divide by 7, IC2b and IC3a by 5, 
and IC3b by 3. The pulse train supplied 
by the divider cascade is shown in Fig- 
ure 2. The pulse sequence is used to 


red 
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Figure 2. All the necessary signals are derived from central clock signal by means of a 


divider cascade. 
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generate a colour pattern as well as 
the video sync signals. More about this 
further on, 


From pulse to picture 


Any VGA display requires three essen- 
tial signals: horizontal syne pulses, ver- 
tical sync pulses, and video informa- 
tion. Most VGA displays have three 
analogue inputs. Unusually, the present 
tester drives these inputs with digital sig- 
nals, so that the screen will only show 
fully saturated colours. Based on 3-bit 
colour information up to eight different 
colours can be displayed: red, green, 
blue, magenta, cyan, yellow, white 
and black. 

The circuit diagram shows that each of 
the three video inputs on the monitor is 
driven by o separate buffer transistor. 
Each of these output drivers is pro- 
tected by a 68-Q series resistor to make 
it short-circuit resistant and at the same 
time define the desired output source 
impedance. 

That leaves us with the sync pulses to 
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Figure 3, Copper track layout and component mounting plan of the PCB designed for 


the tester (board not available ready-made), 


COMPONENTS LIST 


Resistors: 

R1,R7 = 33k 
R2-R5 = 10k 

R6 = 47kQ 
R8,A11,R14, = 1k25 
R9,R12,R15 = 1kQ 
Ri0,R13,R16 = 680 
P1 = 50kQ2 preset H 


Capacitors: 

C1 = 1nF5 

C2 = 10nF 

C3 = 120pF 
C4-C7,C9 = 100nF 


be generated by the circuit. These 
pulses are generated using two mono- 
stable multivibrators (MMVs). The clock 
signal of IC1d duplicates as the hori- 
zontal syne pulse, triggering mono- 
stable IC4a. The output of this IC sup- 
plies a pulse with a length of 2.8 us. 
Since either the Q@ and the @ output 
may be taken to the output by way of 
a jumper, the output signal is available 
in ‘true’ or ‘inverted’ form. A similar 
approach has been adopted for the 
vertical sync, although in that case the 
clock frequency divided by 525 is used 
as supplied by the divider cascade. 
The vertical sync pulse is generated by 
IC4b, and has a length of 175 us. The 
other three pulse signals are combined 
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C8 = 220uF 25V radial 
C10 = 10uF 63V radial 


Semiconductors: 
D1-D9 = 1N4148 
T1-T3 = BC547B 
IC1 = 4093 
IC2,1IC3 = 4518 
IC4 = 4528 

ICS = 14805 


Miscellaneous: 

JP1,JP2 = 3-way pinheader with jumper 
K1 = 15-way high-density VGA socket, 
PCB mount, angled pins 

Bt! = 9V PP3 battery with clip and leads. 


in the video buffers (Tt-T2-T3) to provide 
a line pattern with random colours. 
Although the sync and video signals 
are generated in a very simple man- 
ner, the result is perfectly suitable for a 
vast number of VGA displays. 

The rest of the circuit remains limited to 
a compact power supply. To ensure the 
circuit works reliably on a 9-volt battery, 
a low-drop 5-V regulator (IC5) has been 
added, The upshot is that the tester 
continues to work reliably even if the 
battery is almost ‘flat’. 


Construction 


The component mounting plan, a.k.a. 
‘overlay’ and the copper track layout 


of the circuit board designed for the 
VGA display tester may be found in Fig- 
ure 3. The single-sided board is com- 
pact, contains all parts and is simple to 
fit in a small plastic case. 

Connector K1 is a PCB-style 15-pin 
‘high-density’ VGA socket. If so desired, 
the two jumpers for the sync polarity 
selection may be replaced by toggle 
switches. This is, in fact, recommended 
whenever the circuit is to be used ‘on 
the road’. 


Practical use 
and adjustment 


There is not much to be said about 
these matters, The line frequency is 
adjusted with the aid of preset P1. All 
displays should be able to trigger on 
the signal from about 30 kHz onwards. 
The display will show a pattern consist- 
ing of coloured lines. In case it is essen- 
tial to test for the reproduction of indi- 
vidual colours, the preset may be 
replaced by a potentiometer or a 
rotary switch with a number of fixed 
resistors at its contacts. In this way it 
becomes possible to select specific line 
frequencies like 30 kHz, 50 kHz, 80 kHz 
or 100 kHz, If you find it easier to work 
with raster frequencies (sometimes 
referred to as ‘display refresh rates’), 
then the switch may be calibrated so 
that you can select between, say, 
50 Hz, 60 Hz, 70 Hz, 72 Hz and 75 Hz. Of 
course, this requires determining the 
requisite resistor values. Using a fre- 
quency meter, a potentiometer and a 
multimeter, these values should not be 
too difficult to establish. Alternatively, 
you may use a couple of fixed 10-k22 
resistors. The frequencies will then be 
reasonably close to the target values, 
Testing is very simple: use a display 
cable to connect up the VGA display 
to the tester. If necessary invert the 
sync signals and see if a horizontal line 
pattern appears on the screen, As 
soon as the picture is synchronized, 
you know for sure that the timing of the 
display works at the frequency set on 
the tester. When the bars appear in all 
eight different colours, the video (RGB) 
amplifiers may safely be assumed to 
work all right. If colours are missing, if is 
easy to determine which of the basic 
colour circuits (R, G or B) is defective. If 
a defect is discovered in this way, the 
best thing to do is take the display to 
an authorized repair shop. Attempts at 
home repair are not recommended 
because of the high voltages that exist 
inside the display, and the fact that the 
necessary circuit diagrams will rarely 
be available! 

(PeO0Ce4-1] 
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8/433 MHz 
ontrol system 


~ 8 switching channels, 6 modes 


-. Various electronics mail order outlets are currently advertising simple 
~ and relatively cheap wireless control system for use in and around the 
house. Although these systems are type-approved!, that is no warrant 
_ whatsoever for sufficient range and reliability. The 433/418 MHz wireless 
control system discussed in this article does not aim to compete with 
these low-cost systems. Instead, it offers high-quality technology for a 
large number of applications, 
_ with special emphasis on relia- 
_ bility, security and connectivity. 


Main Specifications 


we High-quality licence-exempt! 

transmitter and receiver modules 

we Transmitter power 1 mW or 10 mW. 

» 8 universal control outputs with protection diodes. 
w» 6 different receiver modes. 

we Up to 256 transmitter idents. 

> High transmission security 

w» Multiple transmitters with one receiver 

we | ow current consumption 


Based ona 
Heiland Application Note 


1 Readers should note that wireless signalling using short-range devices (SRDs) and certain allocated frequencies in the 70-cm band is 
subject.to country-specific regulations. In the UK, Regulation no. MPT1340 applies, the full text of which is available from the DTI. MPT1340 
-. Specifies that the band section identified as ‘433 MHz’ is for vehicle keys only. All other telecommand, telemetry and alarm systems 
should use a band section around 418 MHz. 

This article is based on SRDs which are type-approved in Germany. Where ‘433 MHz’ is mentioned in relation to remote control, UK read- 
ers should read ‘418 MHz ‘ (also for type numbers). When constructing the project described here, all readers should make sure the 
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Building your own transmitter for 
these frequencies is only possible (1) if 
you are a licensed radio amateur, and 
(2) you comply with radio amateur 
regulations specified for the 70-cm 
band (430-440 MHz). The alternative is 
to use a type-approved, licence-exempt 
SRD module as supplied by a number 
of manufacturers, including RadioTech 
and Germany-based Heiland Electron- 
ics. The article ‘418/433 MHz short- 
range communication’ in Elektor Elec- 
tronics May 1998 contains much useful 
information on 70-cm SRDs. These 
type-approved modules not only 
ensure that no undue interference is 
caused to other services sharing the 70- 
cm band, but also contribute consider- 
ably to the repeatability and reliability 
of a project for home construction. 


TRANSMITTER 

The circuit diagram of the handheld 
transmitter (Figure 1) remains quite 
simple thanks to the use of a ready- 
made module. The module type 
HE433-1/T (or optionally the HE433- 
LOT) is a frequency-modulated trans- 
mitter operating on 433.92 MHz. An 
SAW (surface-acoustic wave) resonator 
is used to stabilize the transmitter fre- 
quency. Modulation with a 5-V digital 
signal causes a frequency deviation of 
+20 kHz. The highest data rate is lim- 
ited to 10 kbit/s to prevent an excessive 
output bandwidth. 

The ‘standard’ module type HE433- 
1/T used here has an internal antenna 
in the form of a copper track on the 
PCB. Transmitter output power is rated 
at 1 mW. The alternative type HE433- 
10/T supplies 10 mW and has a quarter- 
wave (17 cm) wire antenna. The design 
technology of this module was dis- 
cussed in some detail in the above- 
mentioned article. 

The modulation input of the RF 
module is connected to the output of 
the digital receiver/transmitter chip 
type HE8 (IC2), which supplies the 
data to be transmitted. This chip is a 
custom-designed microcontroller that 
can be used as an encoder as well as a 
decoder for serial data transmission 
systems. At a clock rate of 8 MFIz, pro- 
duced by a quartz crystal, the HE8 sup- 
plies a data rate of 9600 bits/s. The eight 
address inputs, ADDRO-ADDR7 
(pin 20-27) allow up to 256 addresses to 
be set up. Here, the address selection is 
realized by means of DIP switches or 
jumpers. Each of these pulls an input 
to ground. Normally, a single jumper 
is sufficient to select one of eight 
addresses. As a matter of course, the 
address set on the transmitter has to 
match that on the receiver. Push-but- 
ton S11 (shift) is provided to enable 
you to switch from one receiver to 
another in a simple way. Because the 
push-button replaces the jumper in 
position S1-1, the latter may, of course, 
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not be installed. 

Like the address 
bits, the data inputs 
DATO0-DAT7 (pins 12- 
19) are switched to 
ground to apply a 
databit. 

While transmitting, 
the control input SE/QT (pin 9) allows 
one of two modes to be selected. When 
this input is tied to ground, the appear- 
ance of at least one databit at the input 
port (DAO-DAT7) triggers a transmis- 
sion. Any transmission consists of at 
least five times the full data protocol 
packet, even when the databit is 
applied briefly. In all other cases, the 
transmission simply lasts as long as 
data are available. 

In addition to this ‘multiple send’ 
feature, the security of the radio link is 
further guaranteed by parity checking 
and checksum appending. 

The other transmission mode is 
selected when the SE/QT input is not 
at ground potential when the HE8 is 
switched on. In that case, databits 
applied to the input port are not 
copied and transmitted before the con- 
trol input is pulled to ground. A five- 
fold transmission also takes place 


when a short ‘low’ pulse 
is applied. Else, the 
transmission — simply 
takes as long as pin 9 is 
held ‘low’. 

The first mode is 
suitable for information 
‘bursts’ as__ typically 
transmitted by hand-held transmitters 
(vehicle keys). By contrast, the second 
mode allows databytes to be sent, as 
for instance, in a system for wireless 
transmission of measurement data. For 
our hand-held transmitter, both modes 
are employed, as will be seen further 
on. 

The DS/DE output (pin 8) remains 
logic high as long as data is being 
transmitted, and so allows a functional 
check on the IC to be implemented. 


The circuit of the transmitter is 
designed such that the supply voltage 
is only applied when the ‘transmit’ 
button is pressed. This results in very 
short ‘on’ periods, so that the overall 
current consumption is modest in spite 
of the relatively high current demand 
while transmitting. When the 10-mW 
transmitter is used, the current con- 
sumption is 50 mA. The 1-mW module 


uN 


is not much more economical at about 


30 mA. LED D1 provides a useful 
‘transmitter on’ indication because it 
lights whenever a button is pressed. 

The positive battery terminal has a 
fixed connection to the input of the 5- 
volt regulator. The negative terminal, 
however, is taken to the transmitter 
push-buttons, so that the current flow is 
only established when one of the 
switches is pressed. The push-buttons 
are decoupled by diodes D10-D18 
which ensure that any one of the actu- 
ated key can pull the supply voltage to 
ground, although only the one associ- 
ated input of IC2 goes to ground, i.e., 
the input assigned to that particular 
switch. 

An exception is formed by push- 
button 52, which can only be con- 
nected to ground via a diode, but is not 
connected to an IC input via a second 
diode. By contrast, all other switches 
have a third diode that connects them 
to the SE/QT input of the IC. The pur- 
pose of this arrangement is to enable 
S2 to act as the ‘clear’ push-button. The 
push-buttons connected to the encoder 
inputs are only capable of actuating 
one of the control channels when the 
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contact pulls the relevant IC input to 
ground at the same time as the SE/OT 
input. That is achieved with the aid of 
diodes D2-D9, with a special function 
reserved for $2 because when pressed 
this switch connects the battery to 
ground via D19, causing the circuit to 
be switched on. Initially, however, 
pin 9 is not logic low, because C2 has to 
be charged first, just as with a power- 
up reset network for a microcontroller. 
The delay so obtained results in 52 
being able to clear the switching func- 
tions stored in the receiver. Using $2, 
all actuated receiver outputs may be 
reset in one go provided the receiver is 
in the so-called ‘overwrite’ mode. Any 
one of modes the receiver is capable of 
working in may be selected by means 
of DIP switches. 


RECEIVER 

The receiver module used for this pro- 
ject (type HE433 2/R) contains a super- 
heterodyne receiver with an interme- 
diate frequency of 10.7 MHz. The local 
oscillator is frequency-stabilized by a 
SAW resonator. The datasheet states a 
bandwidth of 280 kHz for this module, 
and a sensitivity of 2.2 uV. The receiver 
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is capable of demodulating AM as well 
as FM signals. To select FM demodula- 
tion, the FM/AM-IN input (pin 3) of the 
module is tied to the FM output 
(pin 4). This is also the case in the cir- 
cuit diagram of the receiver shown in 
Figure 2. In case AM demodulation is 
required, the AM output (pin 2) is sim- 
ply connected to pin 3. In FM mode, 
the AM output acts as a signal strength 
meter output supplying a direct volt- 
age between 0 and 0.75 V which is log- 
arithmically proportional to the RF 
input level. 

FM-OUT and AM-OUT are ana- 
logue demodulator outputs. The FM 
output is internally connected to a 
comparator stage that converts 
received pulses into a TTL-compatible 
output signal] available at the data out- 
put (DIG-OUT, pin 8). The comparator 
reference voltage is also available at the 
REF output (pin 2). It has a level of 
2.4 V +100 mY, and can be loaded with 
up tol mA. 

In the circuit diagram of the 
receiver, the digital output, DIG-OUT, 
is directly connected to the TX/RX 
input of the decoder (IC1), which 
receives the data signal. 

The configuration of the HE8 with 
its external quartz oscillator and DIP 
switch array is the same as in the trans- 
mitter. New, however, is the decoder 
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mode selection by means of an ana- 
logue voltage at pin 6 (FUNC). This 
voltage is set up by a voltage divider 
whose configuration is determined by 
the switches in array $1. An overview 
of the individual modes that may be 
selected using the DIP switches may be 
found in the text inset. DIP switch 54 is 
only effective if mode 3 has been 
selected with S1-3. Mode 3 allows the 
behaviour (bistable or monostable) of 
the individual control outputs to be 
controlled. If, for example, contact 54- 
1 is closed (ON), then control output 1 
is in bistable mode, while all others are 
in monostable mode (i.e., only logic as 
long as the push-button on the trans- 
mitter is held depressed). 

LED D1 acts as a simple reception 
indicator. If flashes whenever a signal 
is received from a transmitter set to the 
same address as the receiver. 

Changes made in the setting of the 
DIP switches are only effective after 
push-button 82 is pressed. 

The eight switching channels of the 
receiver have relatively powerful out- 
puts thanks to the use of an output 
buffer type ULN2803 (IC2). The 
ULN2803 is an inverting buffer/dnver 
with open-collector outputs capable of 
driving relays or d.c. motors directly 
because the internal output transistors 
are protected by inte- 
grated surge suppres- 
sion diodes, and they 
are capable of switching 
voltages up to 50 V to 
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ground, at currents of up to 0.5 A per 
driver. The total driver output current 
supplied at one time may not exceed 
1 A, however, so that a maximum load 
of 100 mA per output would appear to 
be a safe choice. The connection Um 
(max. voltage) is then connected to the 
positive supply rail (max. 50 V) used by 
the load (which is switched to ground). 

When 5-V relays are used, they are 
connected to the 5-V line, together 
with the Um terminal. 

If you do not want to the relays to 
load the voltage regulator, IC3, then 
the relay coils may be operated from 
an unregulated voltage which will be 
between 10 and 12 V. 


CONSTRUCTION AND 
TEST 


If the ready-made PCB is used, it has to 
be cut in two to separate the transmitter 
(Figure 3) and receiver sections (Fig- 
ure 4). The compact size and high track 
density of these boards require care 
and precision when you fit and solder 
the components. In particular, be sure 
to fit all wire links and observe the 
polarity of the diodes and (mostly ver- 
tically mounted) electrolytic capacitors. 

Very important: the transmitter only 
works properly when the push-but- 
tons stated in the parts 
list are used, and they 
are fitted the right way 
around! This is because 
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the PCB design is based on the fact that 
these keys have two pins that are 
always interconnected. If you want to 
use different push-buttons, you have 
to make sure the relevant connections 
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are made using insulated wires. The 
indicated push-buttons consist of a 
square cap and the switch base (with 
connecting pins) which is marked by 
one bevelled corner. Because of lack of 
space, it was not possible to indicate 
this corner on the component overlay. 
To make sure the switch is fitted the 
right way around on the PCB, it has to 
be positioned such that the bevelled 
corner points to the long edge of the 
board (no matter which one), so, 
either in the direction of D26/D13 
or D6/D19. Probably the sim- 
plest way of getting it all right 

is to decide on one particular 
mounting position and 
then make sure all push- 
buttons are mounted 
the same way around. 

The diodes are 
soldered directly at 
the solder (cop- 
per) side of the 
PCB. The PCB 
will only fit in 
the case if the 
diodes are 
mounted flat 
against the PCB 
surface. 

The connecting pads for 
the RF modules are designed to 
accept either one of the two alternative 
types stated in the parts list. Notes on 
the use of SRD modules from other 
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manufacturers may be found further 
on in this article under the heading 
Alternative SRD modules. 

On the receiver board, resistors R1- 
R5 are fitted vertically. Their top termi- 
nals are ‘“commoned’ and taken to R1 
(see circuit diagram and photograph 
of the prototype board). 

The large holes allow the boards to 
be secured in a suitable case. This is not 
necessary if the case stated in the parts 
list is used, and the relevant PCB pieces 
can be cut off. 

Both the 10-mW transmitter and 
the receiver have a wire antenna made 
from flexible ‘litz’ (multi-strand) wire. 
Provided it is kept as short as possible, 
this wire may also be used to connect 
to the base of a telescopic antenna. The 
reason for keeping this connection as 
short as possible is that the length of 
the wire goes into the electrical length 
of the antenna, which has to be 17 cm. 

To be able to use the transmitter you 
only need a 9-V battery. For the 
receiver, any common-or-garden mains 
adaptor will do if it supplies an unreg- 
ulated direct voltage between 9 and 
12 V. Current consumption of the 
receiver proper is modest at about 
25 mA when the control outputs are 
not loaded. Of this current, only 8 mA 
goes on account of the HE433-2/R 
module. 

For a quick first test, the control out- 
puts are best connected to an array of 

LEDs. Each LED is then connected to 

the +5 V rail by way of a 330-2 resis- 

tor. Do not forget to connect Um (at 
pin 10 of IC2) to +5 V as well! 
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As soon as one of the keys on the 
transmitter is pressed (that’s any one 
except 511), LED D1 should light to 
indicate that IC2 is transmitting pulses. 
If it does not, first check the supply 
voltage. If the correct level of 5 V is 
measured at C2, IC2 (pin 1) and the RF 
module (pin 3), then the whole board 
should be given a thorough inspection 
— you may have missed something! If 
the 5 V is missing, the fault may be in 
the battery circuit, the voltage regula- 
tor, or the 3-¥V rail is short-circuited to 
ground somewhere, 

On the receiver, D3 should light 
immediately after the supply voltage is 
applied. Use a multimeter to check that 
the supply voltage is actually 3 V. 

Before checking the system func- 
tions by using the transmitter and the 
receiver in a ‘real’ wireless link, DIP 
switch $1-6 in array S1 has to be closed 
(ON) — all other DIP switches remain 
OFF (monostable output mode). It is 
best to switch all contacts of S4 to OFE 
At this point, it is important for S3 to be 
set to the same address (switch config- 
uration) as the transmitter board. Next, 
you press the ‘clear/rest’ key, 52, to 
enable [C1] to copy the address set on 
the switch array. 

Try a couple of the channel control 
switches (S3-S10) on the transmitter. If 
the system works, not only D1 on the 
transmitter lights up, but also D1 on 
the receiver (reception indicator, flash- 
ing), and, of course, the LED connected 
to the relevant control output. If, for 
example, $3 is pressed (channel 8), 
then the LED at control output 8 
(pin 11 of [C2) has to light. Remember, 
with the receiver data outputs set to 
monostable mode, the LED will only 
light as long as the transmitter is keyed. 

If the above checks are successful, 
the other modes may be tested one by 
one. 

In case the receiver does not 

respond at all to the transmitter sig- 
nal, you should be able to identify 
the cause as either the RF link or 
the function of one of the boards. 
The problem is easily solved by 
connecting DO on the receiver 
board to 1C2 pin 7 (TX/RX) on 
the transmitter board, not for- 
getting the ground wire, of 
course. This creates a wire 
link between the transmit- 
ter and the receiver. If the 
above tests are then suc- 
cessful, the problem 
can be isolated down 
to one of the the RF 
modules. 


Finally, an important note on safety. 
In case the receiver is used to control 
mains-operated loads, you should 
observe the electrical safety precau- 
tions which are regularly printed in 
this magazine, particularly in respect of 
insulation and minimum insulation 
distances for any connection at mains 
potential. Another important point to 
observe is the contact rating of the 
relays used, both in respect of the per- 
missible contact current and contact 
voltage. 


RANGE 

The range of the wireless control sys- 
tem depends not only on the RF 
power supplied by the transmitter 
module, but also on the surroundings 
and interference levels within the 
range of the receiver. The frequency 
used here, 433.92 MHz, is by no means 
exclusive, in fact it has the same status 
as any other channel in the licence- 
exempt section of the 70-em band: isers 
must accept mutual interference, In many 
European countries where only the 
433-MHz section is allocated for 
licence-exempt SRDs, the band is quite 
crowded in urban areas, so that inter- 
ference from other users can not be 
excluded. Fortunately, the typical SRD 
vehicle key is marked by short trans- 
mission bursts, increasing the chance 
of finding a free ‘slot’ to reach the 
receiver. In the UK, there is a clear and 
fortunate distinction between the 
418 MHz and 433 MHz bands as far as 
their usage is concerned, vehicle keys 
being allowed to work on 433 MHz 
only. 

Without the deteriorating effects of 
interfering signals, the range of a sys- 
tem like the one described here will 
typically depend on the path loss 
which exists between the transmitter 
and the receiver. Inside buildings, this 
path loss will be much higher than for 
a (quasi) line-of-sight link in open ter- 
rain, Under these (optimum) circum- 
stances, ranges of 1 to 3 km may be 
expected (the latter only when the 10- 
mW transmitter is used). In built-up 
areas, this is reduced to a couple of 
hundred metres, while inside concrete 
buildings it may not even be possible 
to reach the next floor. When mount- 
ing the receiver, make sure the antenna 
is as far removed as possible from steel 
cabinets, steel beams or other support 
structures and similar RF obstacles. In 
certain situations, it may be useful to 
measure the strength of the received 
signal using a meter connected to the 
AM output (pin 2) of the receiver. This 
can be relied on to supply a fairly accu- 
rate (though relative) field strength 
indication, allowing the best possible 
location for the receiver to be found. 
During the measurement, you have to 
key the transmitter, of course. 


45 


MULTIPLE 
TRANSMITTERS 
“Multi-transmitter’ operation as indi- 
cated under the available modes will 
require some clarification. First, how- 
ever, we should note that even without 
this special mode it is also possible to 
use more than one transmitter for one 
receiver, the single condition being that 
the address set on each transmitter 
matches that of the receiver, In this 
way, several transmitters may be used 
in different locations in and around 
your home, and one will always be at 
hand. 

A special feature of the ‘multiple 
transmitter’ mode (mode 2) is that the 
receiver will only process the last four 
address bits. Consequently, only the 
DIP switches on lines ADDR4 through 
ADDR? of the HE8 chips on the 
receiver and the transmitter have to be 
set to give an identical address. The 
other four bits are then not relevant, 
although they may be used to convey 
identification data from each individ- 
ual transmitter to the receiver. These 
lower four bits, ADDRO through 
ADDR3, are copied to the pins with the 
same names on the receiver chip, 
allowing each individual transmitter to 
be identified when the multi-transmit- 
ter mode is being used. The first four 
bits then represent the ‘transmitter ID‘ 
and the last four bits, the ‘message’. 


MULTIPLE RECEIVERS 
Push-button S11 on the transmitter 


enables ready switching between two 
addresses and, consequently, between 
two receivers. If the full address range 
is exploited, a single transmitter is 
capable of selectively addressing up to 
256 different receivers. If the receivers 
are in one and the same location, they 
can even share one 433-MHz receiver 
module. On the board you will see a 
connection D0 that allows a data signal 
from a single receiver module to be fed 
to several receiver boards. Similar ‘dis- 
tribution’ points are available for the 5- 
V supply and the reset key. If you use 
this option, then push-button $2, as 
well as components D2, C4, C5 and IC3 
have to be fitted on one receiver board 
only. The relays are then powered sep- 
arately to prevent overloading of the 
on-board voltage regulator. 


ALTERNATIVE 
RF MODULES 
The printed circuit boards are specifi- 
cally designed to accept the RF mod- 
ules from Heiland Electronics. How- 
ever, that should not be taken to mean 
that only these modules can be used. 
In principle, the system should func- 
tion with any pair of SRD modules that 
guarantees secure data transmission. 
Even AM modules may be employed, 
although these will provide shorter 
ranges and inferior signal quality as 
compared with SRD modules designed 
for FM. 

In case you already have SRD mod- 
ules, these may be used provided they 
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comply with the following points: 

- 5 V supply voltage (or modify to 5 V); 
- Transmitter input accepts 5 V (TTL 
level) swing; 

- Receiver output supplies 5-V (TTL 
level) swing 

- Module can be connected properly by 
wires to PCB, 


For the circuits of the transmitter and 
the receiver it is, in principle, immate- 
rial how the data signal travels from 
TX/RX pin of the encoder chip to that 
of the decoder chip, provided it arrives 
in good shape, that is, with ‘clean’ 5-V 
pulses. So, it is even possible to use the 
receiver and transmitter boards with- 
out recourse to any kind of RF mod- 
ules whatsoever. An infrared link, fibre- 
optics and even the simplest connec- 
tion by way of two wires, are just a few 
alternatives, 

(SSO0GS- 1) 


Source: 

The basic application circuits and techni- 
cal data for the 433-MHz modules were 
obtained from product datasheets supplied 
by 

Heiland Electronic, 

D-48351 Everswinkel, Germany. 

Tel. (+49) 2582-7550, 


fax (+49) 2582-7887. 


Mode 3: Programmable (S1-3) 


DIP switch S71 allows the user to select one of six different 
modes for the receiver. To select a particular mode, close 
only the indicated switch, and leave ail others ‘open’. 
Changes in the configuration are not effective until the 
circuit is reset. 


Mode 1: Overwrite (S1-1) 

Any selected channel remains active until the ‘clear’ but- 
ton ts pressed on the transmitter, or the reset button on 
the receiver. 


Mode 2: Multi-transmitter ($1-2) 

In this mode the address is only 4 bits wide, using S3-4 
through S3-8. In this mode, outputs may also be pro- 
grammed as in Mode 3. 


The DIP switches in array S4 enable each individual out- 
put to be programmed as bistable (as in Mode 5) or 
monostable (as in Mode 6). A closed switch selects 
bistable operation of the relevant output. 


Mode 4: Latching (S1-4) 
Actuated outputs remain on until the reset key on the 
receiver is pressed. 


Mode 5: Bistable (S1-5) 

When the transmitter is keyed, the relevant channel is 
switched on. The next key action de-actuates the relevant 
channel. 


Mode 6: Monostable (S1-6) 
Selected channel! output only remains active as long as 
the transmitter key is held depressed. 


GREAT NEWS FOR YOU! fie 


Over the past 11 years ULTImate Technology supplied more than 20.000 = 
commercial versions, but also thousands of educational versions, which, having f US ear 

no Gerber Interface (high resolution photoplotter) are not suitable for commercial Byrevent@stt 

use, but are otherwise, identical to the, naturally far more expensive, commercial FIRMMEIter eater ens 
versions. After a worldwide test on Internet the ULTiboard Studio evolved, with [Baume miraame tears) 
the same well-considered limitation, at a price at which everybody can afford [guiuueeauilel 


a professional design system. 


SEE ALSO THE REPLYCARD ELSEWHERE 


Elektor Electronics 9/98 47 8 


fax 01594-810200 


IN THIs 


OaAD 


Mo 
F OR| PRIVATE USE AT £69 


IBOARD STUDIO LITE INCL. VAT. 


ISS UE 


IMICROPROCESSORS 


multiple test card 


_ for microcontrollers 


It is often necessary 
for an electrical quan- 
tity to be measured 
and displayed, so 
that a certain 
action can be 
instigated if 
and when it 
has reached © 
a limiting 5 
value. Today, 
this is readily 
accomplished with 
the aid of a processor 
and a good quality 
analogue-to-digital 
converter (ADC). This 
article describes the 
design of such a 


getup, complete with Features 
ee power Su pply anda = 12-bit converter operating at up 70,000 samples/sec 
‘ =» general-purpose preamplifier 
num ber of In p ut an d =» on-board power supply 
output facilities. = printed-circuit board allows experimental layouts 


» CPU options: Matchbox for simple programming 
AT89S8252 for fast programming via a PC and adaptor 
87C51 for economy 

=» may be used as general-purpose card for an 8051 controller 

=» interfaces: 12-bit analogue input 
RS232 
LCD (paraliel or I2C) 
two relays 
ports for HO 
SPI with AT89S8252 CPU 
f2C with Matchbox CPU 
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logue-to-digital converter (ADC) that 
can operate at up to 70,000 samples/sec, 
a preamplifier that enables the ADC to 
work with a number of inputs, and a 
controller that drives the ADC and 
processes the quantized samples. 

The controller may, for instance, be 
a Matchbox single-board computer 
(SBC), programmed in Basic, which 
also provides a liquid crystal display 
(LCD) and an FC bus. 

Another possibility is the use of an 
AT98S8252, which can be programmed 
readily by a PC via a suitable adaptor. 
This controller is specially intended for 
real-time applications that use the max- 
imum processor power, 

A similarly programmed Type 
87C51 controller may also be used. The 


applied to the PC via an 
RS232 interface, or dis- 
played on the LCD, or used to drive 
computer ports or relays. 

Several interesting applications are 
possible as shown in the features list. 
The controller ports must, of course, 
not be used for other than light loads. 
If, for instance, it is desired to drive a 
relay, a buffer stage or stages such as 
those at ports P3.7 (RD) and P3.6 (WR) 
should be used, 

The printed-circuit board for the 
test card (Figure 8) contains a number 
of terminal strips to which a sprinkling 
of small extensions may be connected. 


ANALOGUE SECTION 
The analogue section of the circuit in 
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The test card consists of a 12-bit ana- data may then be Figure 1 consists of a 


two-stage preamplifier 
that enables various 
inputs to be linked to analogue-to-dig- 
ital converter ICg. Although this part of 
the circuit looks rather complex, bear in 
mind that not all components are used 
for all possible applications. The rele- 
vant components (marked with an * in 
Figure 1) are not soldered on to the 
PCB, but are inserted into two 16-way 
direct-in-line (DIL) sockets. This makes 
their omission or exchange for various 
applications straightforward. The 
arrangement makes it possible for the 
relevant components for a certain 
application to be soldered on to a suit- 
able plug which can then be inserted 
into the DIL socket as a small unit. 
Operational amplifier IC; is config- 
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Ra ures as an invertor, whose basic circuit ' 
is shown in Figure 2. This basic circuit 
enables the requisite values of certain 
components to be calculated. 

Reverting to Figure 1, if needed for 

# an application, C; may be added to 
form a low-pass filter at the input. The 

U amplification of IC3 is set with P4, 

while its off-set compensation is set 

with P,. Depending on the type of 

op amp used, the wiper of P, may be 

linked to the postive or the negative 


cin cas supply line. 
R Bat. & The output of IC, is applied to a 
U= sc Ug tli+ Ra ee ‘Up second op amp, ICy, via Rs or Rg. This 
B \ Be tg makes it possible for ICy to be used as 


an inverting or a non-inverting ampli- 
fier. The exact reference from the ADC 
can be added as an offset, whose level is 
set with P3, to the positive-input signal 
via Rig or to the negative-input signal 
via Rog. 

The amplification of IC, is deter- 
n1i7* mined either by R»; in conjunction 
with Rjg or by R>. The output of this op 
amp is applied to analogue-to-digital 
converter (ADC) ICg via Ry and Rj4. 


AMPLIFIER OPTIONS 
To clarify some of the many possibili- 
ties available, here are some examples. 


Input 0-1 V 
If the input voltage is 0-1 V, the signal 
must be amplified by 4.096 to enable 
the ADC to quantize it over the range 
04.096 V. It is, of course, preferable for 
the ADC to be driven over the full 
range. In this application, the circuit of 
av) which is shown in Figure 3, the input 
impedance should be high, if at all pos- 
sible. In Figure 2, R,=30.096 kQ, 
R,=10 kQ, R-=0, U,=0, U,=Up, 
where U,, is the measured voltage. 


980074 - 13 
* siehe Text 


; XMESS1.MBL Voltmeter: Range 0 ... 1.00 Volt 


RESOURCE 8051-IRAM 10H BYTES @ 070H 


RESOURCE IIC-EEPROM 0200H BYTES @05000H ; SsT24c04 
INTEGER K,ADvalue 
Hf 
START: 
H P1.0:=1 7 CS inactive 
| P1.1:=0 + set clock line LOW 
P1.0:=0 ; CS active 
| P1.1:=1 ; clock high 
ADvalue:= ; get AD result there 


K:=11; MAX 187 is ready here 
WHILE K>=0 DO 


P1.1:=0 clock goes low 


} 

| 

| ; 

H ADvalue:=(ADvalue SHL 1)+P1.2 ; shift in the bit 

P1.1:=1 ; clock high again 

; K:=K-1 ; do 12 bits 

| WHEND 

| FORMAT(RS232 D DP=3 DPSHOW=3 1 N LENGTH=6 ) ; RS232 decimal output 
PRINT( SCALE(ADvalue,1000,4096),' Volt "OD"0A') ; display AD*1000/4096 
GOTO START } restart again 

: END 
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Reverting to Figure 1, the exact ampli- 
fication is set with Py and the offset 
compensation with Pj. In this exam- 
ples, Type LF356 op amps are used, 
which means that the compensation 
voltage is derived from the positive 
supply line via Ry7 and P). 

The Matchbox must, of course, be 
programmed as appropriate to display 
the input signal level. This is accom- 
plished by driving the ADC, where- 
upon the result of the conversion is 
weighted (with the correction of the 
amplification factor) and read in 12-bit 
form. The complete program is shown 
in Figure 4. 


Input 0-100 V 

If the input voltage is in the range 
0-100 V, the input terminal may be pre- 
ceded by a 100:1 potential divider. Its 
tolerance can be nullified with P4. 
Then, the signal must be amplified 
x 4.096. In view of the noise and offset 
voltages, this is not a good solution. A 
better alternative is shown in Figure 5. 
Here, the potential divider formed by 
Rs and Rg provides a signal at the non- 
inverting input of IC; of 3.754 V (which 
is close to the wanted level of 4.096 V) 
when the input is 100 V. The correct 
amplification is obtained by giving 
suitable values to R, and R>, and set- 
ting Py as appropriate. 


Current-1 Ato +1A 

Currents between -1 A and +1 A are 
measured with the circuit configured 
as in Figure 6. Since this current range 
is symmetrical around 0 A, the input to 
the ADC when the current is zero must 
be 4.096/2=2.048 V. This is accom- 
plished by using [C3 as a current-to- 
voltage converter and Rg as the current 
sensor. 

When the current is +1 A, the volt- 
age drop actross Rg is 0.1 V. This level 
must be amplified by 20.48 to obtain 
the correct input level to the ADC. The 
values of the various components, 
assuming that Ry is 2.2 kQ, are deter- 
mined from 


1+(Ry+P,)/Ry =20.48 
v. Ry+P4=19.48R =42.856 kQ. 


These values ensure that the output 
voltage of the op amp has a range of 
2.048 V to +2.048 V. 

Operational amplifier IC, is 
arranged as an inverting amplifier 
whose output voltage is 


Uo uy = in + Ups /2. 


This is accomplished by giving the 
components in Figure 2 these values: 
R,=R,=R_- = 10 kQ; R,,=30.95 kQ and 
Up=Urep= 4,096 V, 

The offset voltage is needed to shift 
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4V096 = Uprer 
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the output of IC, into the positive 1000/2048 accords exactly with the cur- 
range, which is imperative for correct rent in amperes. The factor 1000 is cor- 
operation of the ADC. rected by the decimal point. 

When the output data of the ADC When a rectifier or true-rms con- 
are being evaluated, the offset and verter is connected at the input, alter- 
inversion must be taken into account nating voltages may also be mea- 
by IC; so that the relevant line in the sured. Other test adapters, such as a 
program is changed to negative-temperature-coefficient 


PRINT( SCALE(2048-ADvalue,1000,2048),' Amp "OD"0A'); display AD*1000/4096 


(NTC) or positive-temperature-coeffi- 
The displayed value of (2048-AD)x cient (PTC) resistors, or magnetic-field 
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So dod 
Si m2 20\ radial 


sensors, may also be used. The con- 
troller does not only compute the test 
results, but also carries out any requi- 
site linearization. 


CPU OPTIONS 

The digital section of the circuit in Fig- 
ure 4 is a straightforward design. The 
central processing unit (CPU) is linked 
to the outside world via an RS232 inter- 
face, Circuit IC, converts the single 5 V 
supply into +12 to +15 V as required 
in RS232 communications. 

The ports of the CPU are used for 
the various inputs and outputs. 
Depending on the CPU used, a variety 
of facilities are possible. 

There is also an 2C EEPROM avail- 
able, not only for compatibility with 
the Matchbox, but also for use with a 
number of other applications, for 
instance, the storing of measurement 
data. 


Matchbox 

The printed-circuit board is designed 
to cater for a number of different 
CPUs, The best of these for less experi- 
enced readers is the Matchbox. This 
controller enables an application to be 
programmed in Basic, whereupon all 
the input and output facilities as well 
as the various interfaces are operated 
via the controller. 


AT89S8252 


B, & rectifier bridge Be0c1500 
Dy = 1N4148 rine : 


face. A special programming unit is 
not needed. 


87C51 

Neither the AT89S8252 nor the Match- 
box is cheap. If there is no objection to 
the use of a number of test cards with 
fixed programs, the well-known 87C51, 
AT89C51 or AT89C52 may be used. 
These are the most economical con- 
trollers available, but they need a spe- 
cial programming, unit, which is prob- 
ably available to many readers. 


FINALLY ... 

The test card permits the parallel con- 
nection of a liquid-crystal display 
(LCD) to port P2 (4-bit mode). If, how- 
ever, the Matchbox is used, its excellent 
LCD output capabilities should not be 
ignored, but made full use of via the 
PC bus—see Figure 7. 

The power supply of the test card 
provides a regulated +5 V line for the 
digital section and a regulated +8 V 
line for the analogue section of the cir- 
cuit. The regulator for the +5 V line, 


IC,, is connected to a fairly high input 
voltage and dissipates about 2 W when 
the relays are energized. It must, there- 
fore, be fitted on a suitable heat sink. 

The relatively high supply voltage 
for the analogue section obviates the 
need for rail-to-rail op amps in the IC; 
and JC, positions to drive the con- 
verter over its full range. If, apart from 
the two op amps, no other loads are 
connected to the +8 v line, regulators 
IC; and ICy do not need heat sinks. 

There is not much that need to be 
said about the construction and use of 
the test card other than has already 
been mentioned. One important point 
is that all ICs should be seated in an 
appropriate socket. 

Before the card is taken into use, the 
supply lines should be checked care- 
fully before the ICs are inserted into 
their sockets. 

{980074] 


Applications: 


> multimeter with serial output 


» heating controller 
> serial test network 


» data processor monitor 

=» processing controller 

=» linearized thermometer 

= a.c. measurement with dB display 
we data logger 


If use of the full speed of an 8051 con- 
troller is desired, that is, by program- 
ming in the assembler, the AT89S8252 
is recommended. The program gener- 
ated in the PC is then stored in an 
internal EEPROM via a simple inter- 
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Now available from Feedback 
Instruments are stylish new 
TTi dual and triple output 
bench dc power supplies. 
Known as the EX354D and 
EX354T, the new power sup- 
plies deliver up to 280 watts 
from the dual unit and 
305 watts from the triple. 

Both supplies have high-reso- 
lution controls allowing pre- 
cise setting of voltage and 
current levels. These are indi- 
cated on accurate and legible 
digital meters, with separate 
voltage and current meters on 
each output. Simultaneous 
metering of voltage and cur- 
rent provides accurate infor- 
mation at a glance. Line and 
load regulation is precise and 
consistent, and the supplies 
provide excellent transient re- 


sponse with low noise. 

The EX354D dual power sup- 
ply has two independent and 
isolated outputs each with a 0 
to 35V, 0 to 4A capability. The 
outputs operate in constant 
voltage or constant current 
mode with automatic 
crossover and mode indica- 
tion. Each output has its own 
on-off switch. Where higher 
voltages are required, the out- 
puts can be wired either in se- 
ries or in parallel to provide 
voltages up to 70V or currents 
of up to BA. 

The EX354T triple power sup- 
ply has an additional ‘logic 
voltage’ output with a 5A cur- 
rent capability. This output can 
be selected as 5V or 3.3V via 
a front panel switch, and de- 
livers accuracy of +2%. 


Feedback Instruments Ltd., 
Park Road, Crowborough, 
East Sussex TN6 2QR, Eng- 
land. Tel. 01892 653322. 


WR eee: see: bones sures > ino 


Fax 01892 663719. 
Homepage: www.fbk.com 
(987186) 


16-bit Performance 


for low-cost 8-bit Microcontrollers 


Microchip’s newest 
PIC17CXXX microcontrollers 
add 16-bit functionality and 
performance to their low-cost 
8-bit one-time-programmable 
microcontroller family. The 
three new devices include 10- 
bit A/D converters and two 
high-speed USARTs in 64- 
and 84-pin packages. Mi- 
crochip has also begun vol- 
ume shipments of their flag- 
ship PIC16C756 microcon- 
troller and version 2.10 of their 
popular MPLABTM 17 C Com- 
piler. 

The new PIC17C752, 
PiC17C762 and PIC17C766 
microcontrollers achieve an in- 
dustryeading performance of 
8.25 MIPs CPU at 33 MHz, 
and outperform competing 
devices such as Motorola's 
MC68HC11 and Hitachi's H8. 
Offering up to 16K x 16 OTP 
on-chip EPROM program 
memory and up to 902 x 8 
bytes of user RAM the new 
devices include a 120-ns sin- 
gle-cycle 8x8 hardware multi- 
ply and high-speed communi- 
cations capability of two chan- 
nels, with an 8.25 million bits 
per second USART. 


The high-precision 10-bit 12- 
and 16-channel A/D convert- 
ers Can even operate while in 
sleep mode, making them 
ideal for power management 
with battery operation. The de- 
vices are code compatible 
with Microchip's PiC16CXXX 
and PIC17C4X families, pro- 
viding an upward migration 
path to larger memory sizes 
and pin counts. 

The PIC17CXXX microcon- 
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troller family is supported by 
version 2.10 of Microchip's 
MPLAB-C17 C Compiler. This 
powerful development tool 
generates relocatable code 
that can be linked with PICmi- 
croTM Libraries which contain 
over 150 routines written 
specifically for the 
PIC17CXXX. The PIC17CXXX 
family is also supported by the 
PiCMaster© Universal Devel- 
opment System and the low- 


cost PICSTART© Plus devel- 
opment system which in- 
cludes a programmer, assem- 
bler and simulator software 
tools. 
Arizona Microchip Technology 
Ltd., Microchip House, 505 
Eksdale Road, Winnersh Tri- 
angle, Wokingham RG41 
5TU, England. Tel. 0118 
9215858, fax 0118 9215835 
(987187) 
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for 8-bit AVR MCUs 


Atmel Corporation recently in- 
troduced its AT89/90 series 
Flash Microcontroller Starter 
Kit, an evaluation tool that can 
be used as a development en- 
vironment for its high-perfor- 
mance 8-bit Flash AVR micro- 
controllers. 

The Microcontroller Starter Kit 
allows designers to compile, 
download and execute evalu- 
ation code directly from the 
PC, as soon as it is written. 
Push-button switches, head- 
ers and LED output devices 
allow simple evaluation pro- 
grams to be verified immedi- 
ately. They also allow the 
code to be developed and de- 
bugged in a prototype system 
environment that includes ex- 
ternal system peripherals. 
The new Starter Kit includes 
an evaluation board that sup- 
ports all AT9O0S AVR micro- 
controllers including external 
peripherals and AVR Studio, 
Atmel’s simulator that offers 
features usually found in sim- 
ulators costing hundreds of 
dollars. AVR Studio has mul- 
tiple windows that display the 
status of the processor, regis- 


| NEW PRODUCTS 
Low-cost Evaluation Kit 


ters, memories and peripher- 
als during code execution. 

During simulation, designers 
may switch between the C- 
code and assembly instruc- 
tions at any time to determine 
the exact compilation of the 
code that is being executed. 
The Microcontroller Starter Kit, 
MCU0010, is available from 
any Atmel distributor or di- 


rectly from Atmel's web site. 
And, the AVR Studio is free of 
charge and can also be found 
on web site. 

Atmel’s AT90S AVR family of 
high-performance 8-bit Flash 
microcontrollers are in-system 
programmable and provide 
system throughput of as many 
as 12 MIPs. They are available 
with a wide variety of memory 


and peripheral options, in- 


cluding USARTs, SPI, 
timers/counters, analogue to 
digital converters and others. 
Atmel (UK) Ltd., The Colise- 
um Business Centre, Riverside 
Way, Camberley GU15 3YL, 
England. Tel. 01276 686677, 
fax 01276 686697. Homepage: 
www.atmel.com 

(987190) 


Lascar Electronics recently 
announced the launch of a 
new addition to its range of 
popular EasyLog data display 
systems. The existing family of 
four 8-bit EasyLog modules 
has been expanded to incor- 
porate the EL-2 12BIT data 
logger. 

The easy to use EL-2-12BIT 
module can measure, display, 
record and control voltage, 
current and temperature. It 
features a 12-bit A/D convert- 
er, producing readings up to 
1999 counts with 1-count res- 
olution. The logger features a 
high contrast LCD display to 
give a crisp read-out of the 
measurement. 

With a memory for 8,000 read- 
ings, a user-selectable sample 
rate of up to 12 hours anda 
very long battery life, this data 
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logging module is capable of 
remaining in-situ for very long 
periods of time without the 
need for human intervention. 
The logger is housed in an 
aesthetically pleasing two- 
tone enclosure. 
EL-2-12BIT can be set up 
using the same EL-WIN con- 
trol software as the 8-bit mod- 
ules. Both 8-bit and 12-bit 
modules can be daisychained 
to construct a comprehensive 
data-logging network. 
The EL-2-12BIT is designed 
and manufactured in the UK 
by Lascar Electronics. 
Lascar Electronics Ltd., Mod- 
ule House, Whiteparish, Salis- 
bury SP5 2SJ, England. Tel. 
01794 884567, fax 01794 
884616. 

(987191) 
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TEST & MEASUREMENT 


versatile aid 
for experimenters 


with signal tracer & 
continuity tester 


This article describes an isolat- 
ing transformer that is, in fact, com- 
posed of two standard transformers. Like 
a much more expensive commercial unit, it 
isolates any equipment on test or being 
repaired from the mains supply. During the 
design, it proved convenient to add a signal 
tracer, a regulated 9 V power supply and a 
continuity tester. 


It should be noted, however, that a Class 2 (double-insulated) isolating 
transformer to BS3535 has no earth connection on the secondary side. 
In the event of a circuit supplied from such a transformer developing a 
live fault to an exposed conductive part, there would be no path for a 
shock current to flow. An inadvertent connection to earth, or intercon- 
nection with other circuits, would render the protection useless. 

[IEE Wiring Regulations] 


Design by P. Lay 
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SAFETY 
It cannot be stressed too much that in 
the construction, testing, repair and 
maintenance of electronic equipment 
operated from the mains power sup- 
ply the greatest care must be taken. It 
is easy to become nonchalant in our 
home workshop, but remember that 
every year hundreds of people die — 
most at home - owing to electric 
shock. In fact, in a public place, such 
as a school or college, or a home work- 
shop open to outsiders, there is a 
statutory duty on ensuring safety from 
electric shock. In the United Kingdom, 
the Health and Safety Executive pro- 
duces guidance notes for such public 
places. 

One common and advisable means 
of ensuring safety when work is car- 
ried out on a mains-operated equip- 
ment is the use of an isolating trans- 
former to BS3535. Such a device 
ensures that (a) the equipment on test 
is electrically isolated from the mains 
supply, and (b) the current through 
the equipment on test is limited by the 

| transformer rating (and relevant fuse). 
| Mind any inadvertent earth connec- 
tion, however, as pointed out in the 
note in the introduction to this article. 


COMPOSITE 
TRANSFORMER 

An isolating transformer is_ fairly 
expensive, which is probably the rea- 
son that it is not found in most small 
workshops (but how much is your life 
worth to you?). A less expensive one 
may be made from two identical 
mains transformers as shown in in the 
wiring diagram in Figure 1. 

The 2 x 15 V secondary windings 
of each of the two transformers are 
connected in series and then intercon- 
nected as shown. So, looked at from 
the mains entry, transformer Tr) con- 
verts the 240 V mains voltage to 30 V, 
after which Tr; converts the 30 V back 
to 240 V. 

The L(ive) mains line is connected 
to the relevant input terminal of Trg via 
fuse F, and on/off switch 5}. [Two com- 
ments here: (1) it is advisable to use a dou- 
ble-pole switch and, in line with common 
practice, also switch the N(eutral) mains 
line, and (2) although the letter L is used 
for the live mains line, the letter P for phase 
is commonly used in many publications, 
The letter L is preferred here since it coin- 
cides with the designation of the live mains 
line in most domestic installations and 
appliances. Editor]. 


TRACER & TESTER 

Since the composite transformer 
makes a low voltage available, the 
designer felt that some additional com- 
ponents, which cost relatively little, 
would make the circuit even more use- 
ful in the small or home workshop. 
The additions are a signal tracer for 
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high-frequency (100 kHz — 10 MHz) 
and low-frequency (50 Hz - 20 kHz) 
signals with variable sensitivity, a sim- 
ple continuity tester, and a regulated 
9 V power supply. 

The signal tracer is very handy, in 
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conjunction with a suitable signal 
source, to test signal paths. It may 
seem odd, but it appears that many 
small or home workshops have a func- 
tion generator available, but not a sig- 
nal tracer. 

The continuity tester (test LED) is a 
bit of a gismo, while the 9 V power 
supply is intended primarily to power 
the signal tracer circuitry, but may be 
used for experimental purposes. 


CIRCUIT DESCRIPTION 
The circuit diagram of the composite 
isolating transformer is shown in Fig- 
ure 2. 

The input for the 9 V regulated 
power supply is taken from the 13 V 
secondary of Tr,. This voltage is recti- 
fied by bridge Dy-Dz, smoothed by 
capacitor Cy, and stabilized by regula- 
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Loudspeaker Projects 
19 top-quality designs 


tor IC; at 9 V. If IC; is mounted ona 
suitable heat sink, it can handle cur- 
rents up to 1 A. Since the signal tracer 
draws a current of only 50 mA, there 
is ample reserve for experimental pur- 
poses. 

The continuity tester circuit consists 
merely of light-emitting diode D3, pro- 
tection diode Dy, and bias resistor Rj. 
The positive and negative input of the 
circuit may be used as low-voltage 
tester. When the positive terminal is 
linked to the positive terminal of the 
9V power supply, the circuit may be 
used as continuity tester. 

The signal tracer section is basically 
a small, sensitive amplifier, consisting 
of two op amps and two transistors, 
which makes the detected test tones 
audible via a small loudspeaker. There 
are separate inputs for low-frequency 
(LF) and high-frequency (HF) signals. 

Signals applied to the LF input are 
fed via low-pass filter R,-R5-R3-C> to 
the non-inverting input of op amp 
IC,,. The filter has a cut-off frequency 
of 20 KHz. 

Signals applied to the HF input are 
fed to the non-inverting input of 
op amp IC;, via AM detector RyC)-D, 
and filter Ro-C3. 

The d.c, operating point of IC), is 
arranged by Ry and Rs, to ensure max- 
imum drive to the op amp. Any resid- 
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ual direct voltage is blocked by capac- 
itor C3. 

Since the feedback is variable, the 
amplification of IC), can be varied 
continuously between unity and 
x 221. To avoid overdriving the stage, 
it is advisable to start any signal trac- 
ing with P; set to minimum or nearly 
SO. 

The output of IC;, is fed to driver 
IC), and output amplifier T,-T3, which 
drives loudspeaker LS. Resistor Ry 
and capacitor C5 ensure adequate sta- 
bility of the amplifier. Capacitor C, 
prevents any residual direct voltage 
from reaching the loudspeaker. Resis- 
tor Rg makes the output short-circuit- 
proof. The peak power output is 
100 mW. 


CONSTRUCTION 

Apart from the two transformers, 
on/off switch, fuse and LEDs, all com- 
ponents are conveniently housed on 
the printed-circuit board shown in Fig- 
ure 3. This board is, however, not 
available ready made. 

Voltage regulator IC, is near the 
centre of the board and should be 
mounted on a heat sink. 

Capacitor Cy is located as close as 
feasible to IC, so as to suppress any 
interference pulses as effectively as 
possible. 


Great Sound 
is a work of art! 


The completed prototype board is 
shown in the photograph in Figure 4. 

The transformers and board should 
be housed in a suitable enclosure. The 
mains entry and fuse should be fitted 
at the rear, and the input and output 
terminals, the LEDs, and the on/off 
switch, at the front of the enclosure. 
The input and output terminals may 
be banana sockets, but the LF and HF 
inputs should be audio or BNC type 
sockets. 

The outputs of the isolating trans- 
former, that is, L and N’, should be 
accessible via a mains output socket at 
the front panel. 

The wiring up is shown in Figure 1. 
Comparing this with Figure 3 shows 
that the terminals on the PCB are actu- 
ally where they are shown. 

Finally, make sure that the wiring 
of the mains leads is sound: well insu- 
lated cable and the use of strain relief 
bushes is sound practice! 
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If you want to create your own great 
sounding works of art, 
Speaker Builder can show you how! 


In this special issue from Audio Amateur Corporation, US 
publishers of the well-known 

magazine Speaker Builder, each project gives you 

* all instructions needed to complete the 


project; The publishers of Speaker Builder invite you to use your electronics know- 
how to explore the world of better sound. To subscribe, simply return this 
form with your payment or FAX your credit card order and receive 8 issues 
of Speaker Builder for a low introductory rate of $45, That's a $5 savings off 
the regular subscription rate, Or, double your savings and subscribe for 16 


issues (2 years) at $80 (that’s $10 off). 


* parts lists, including box materials, drivers, and crossover 
components; 
* performance measurements—assuring the builder of a 


successful and satisfying undertaking. 


QO $45, 8 issues (1 year) $80, 16 issues (2 years) Q) 
Remit in US $ drawn on a US bank only 


coupling between loudspeaker and power amplifier and a 
survey of loudspeaker types. 

The drivers specified in this special issue include some of the 
world’s best-known manufacturers: Audax * Axton * 
Dynaudio * Focal * Peerless * Scan Speak * Seas * Vifa * 
Visaton * and more, 

Offering superb and reliable guidance to both the beginner 
and the experienced constructor, this 100+ page booklet will 
help you get the very best in reproduced sound. 

Price £6-00 plus p&p. Order yours today from 


Elektor Electronics (Publishing) 
P O Box 1414 Dorchester, Dorset DT2 8YH 
Telephone +44 (0)1305 250 995 
Fax +44 (0)1305 250 996. 


Nn es a SO se os ol 


Speaker Builder 


PO Box 494 Dept. EUKS, Peterborough, NH 03458-0494 USA 
Phone: (603) 924-9464 or Fax your order 24 hours a day to (603) 924-9467 
Rates subject to change without notice. 
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GENERA 


Printed-circult boards (PCBs), self-adhesive front panel 

foils, ROMs, EPROMs, PALS, GALs, microcontrollers and 

diskettes-for projects which have appeared in Elektor. 

Electronics may be ortiered using the Order Form: printed 

opposite, The form. may alsa:be used to order. books 

(private customers only). 

» ff no: product description i$ given, then the item is:a 
ready-made printed circuit board (PCB); 

o {toms not listed here may not be avaliable. any more. 

» The artwork for making a PGB which Is’ not available 
féady-made through the Readers. Services may be: found 
in the ‘relevant article, 

» PROMS, GALS, PALS, (EJPLDs, MACHs, PICs and other 
mictocontrollers ara supplied ready-programmed: 


Pricas and item desériptions subjact to change; The 
publishers reserve the right lo change prices without prior 
notification, Prices and item descriptions shown here 
supersede those in previous issues, Ea O.€. 


E-ROUTER-1, CD-ROM with 20+ Elektor designs 
you can modify yourself. Incl. Edwin NC working 


demo, 23.00 46.00 
ESPRESSO, companion CD-ROM far ‘Digital 
Signal Processing’ course 13.00 26.00 
ELEKTOR ELECTRONICS VOLUME 1997 OW CD-ROM, 
inet. Efectronics Workbench 


working derma of.50° 63.00° 
“reduced price for subscribers Normal price; £35 50 or 
US$71,00 


ELEKTOR ELECTRONICS ITEM TRACER 1985-1997. 

(on 35-inch floppy disk)  986011-1 10.00* 20.00* 

* reduced price tor subsenbers. Normal price: £11.76 of 
US$29,50, 

ELEATOR ELECTRONICS ‘pP-pC HARDWARE & 

SOFTWARE 97-98 ON CD-ROM, 

Compilation of 100+ pnze-winning entries fram our 1997 

Microprocessor Design Competition. Dis i 

software supplied as és, 

not tested by Elektar 986001-1 16.50 33.00 

ELEKTOR ELECTRONICS DATASHEET COLLECTION 

1 ON CO-ROM 16.50 33.00 

ELEKTOR ELECTRONICS VOLUME 7996 ON CD-ROM 

Incl. Electronics Workbench 

working demo 37,50" 63,00" 

* reduced price for subscribers. Normal price: £35.50 ar 
uss71.00 

ELEATOR ELECTROMES VOLUME 1995 ON CO-ROM 

37.00% 74.00" 

* reduced price for subscribers, Normal price: £41.00 or 
USS82.00 

ELEKTOR ELECTRONICS SOFTWARE COMPETITION 

1996/97 ON CD-ROM. 

Compilation of all prize-winning entries. Disclaimer: 

software supplied as és, not 

tested by Elektor S7600d-1 

ELEKTOR ELECTRONICS HELP DISK. 

Component colour-band decoder software on 


16.75 31.50 


4.5-inch disk {Windows} 986022-1 10,00 20.90 
SEPTEMBER 1998 
Active Magnetic Antennas = §80062-1 8.50 17 00 
Experimental Power Supply 
for PCs 98005 7-1 11.50 23.00 
Muitiple Test Card for 
Microcontrotlers 98007 4-1 17.60 35.00 
418/433MHz Control System: 
- 1 Transmitter POB & 1 

Receiver PCB (set) 980063-0 13,00 2600 
- Transmitter PCB only S80083-1 7.50 15.00 
> Receiver PCB only §80063-2 8.25 1650 


Versatile Aid for Exparimenters Not Avaitabie 


JULY & AUGUST 1998 
Simple Gopybit Killer: 


- PCB & EPROM 970089-C 24,75 49.50 
- PGB only 9700691 10.75 21.50 
- EPROM only: 976516-1 15,75 31.50 
Maintenance Charger a70092-1 6.50 13.00 
RC5 Remote Control 

Extension a70047-1 7.75 15.50 
Doorbell-Contralled Burglar 

Deterrent Light 954029-1 9.00 18.00 
PIC16C84 Programmer for 

Centronics Port 98406-1 8.25 16.50 


READERS 
ERVICE 


IGVLOl 


ELECVRONTCGS 


SEPTEMBER 
1998 


PAST ISSUES 


Past issues, ifavailable, should be ordered from 
Worldwide Subscription Service Ltd, Unit 4, Gibbs Reed 
Farm, Pashley Road, TICEHURST TNS 7HE, England, 
telephone (+44) 1680 200657, fax (+44) 1580 200616, 
eral wws, subscription @virgin.net, 

Prices of past issues (except July/August and December), 
including postage: for single copies, are £3.20°(UK.and 
Ejre}; £3.50: (surface: mail outside UK}; £3.75 (air mall 
Europe); £4.50 (airmail outside Europe}. Prices: of past 
July/August and: December issues, including postage for 
single copies, are. £4.25 (UK); £4.50: (surtace. mail outside 
UK); £4.75 {airmail Europa}: and £5.50- (airmail: outside 
Europe). 


PAST ARTICLES 
Forinformation on past artictas, please contact our Editorial 


and Administrative Otfice in Dorchester, telephone (01305) 
250985; fax 250996, email slekior Uk@compuservé.com. 


Mains Master'Stave Control 


Mk2 984052-1 9.25 18.50 
Low-Cost Development 

System for PICs 984060-1 14.25 28.50 
LED Barometer 984061-1 10.75 11.50 


Electronic Spirit-Level 984038-1 7.25 14.50 
Simple Intra-Red Transmitter 984049-1 7.25 14,50 
100-watt Single-IC Amplifier 984062-1 7.50 15.00 


Extension Board for MatchBox 

BASIC Computer 984028-1 9 
Automatic Air Hurniditier 984087-1 ¢ 
Centronics In-System Programmer: 


- Disk only 986023-1 5.00 10.00 
Berlin Clock: 

- Disk only 986016-1 7.25 14.50 
+ PIC only 986508-1 15.25 30.60 
JUNE 1998 

PIC & AVR Programmer: 

- PCB. PIC and disk 980049-C 93.25 66.50 
~ PCB only 980049-1 = 12.25 24.50 
- PIC only 986509-1 15.25 30.50 
~ Disk anly 986019-1 8.75 17.50 
RS232 Controlled 8-Channel Switch; 

- PGB only Not Available 
- Disk only (VB3 program) 9860+5-1 6.50 13.00 
Liquid-Level Gauge: 

- PCB only Not Available 
~ $T62T20 and Disk g70056-C 19.00 38.00 
~ §162T20 only 976515-1 915.75 31,50 
- Disk onty {source code) 970515-1 5.00 10.00 
MAY 1998 

DCF-controlfed LED Clock: 

- PCB & 8901051 980035-C 91,75 63.50 
- 8961051 only 986505-1 14.00 28.00 
PICXEX Operating System 

for PICs: 

- Disk oniy 986017-1 25.80 51.60 
Monitor TV Refresh Rate Meter 

- PGB only 980040-1 = 10.00 20.00 
- AT9081200 only 986510-1 7,50 15.00 
Fibre-Optic Data 

Communication 980042-1 7.00 14.00 
APRIL 1998 

PC-Atded BJT Tester Revisited 

- PCB & disk 980022-¢ 20.25 40.50 
- disk only 9d6005-1 10.25 20.50 
20-metre CW/SSB 

Receiver 980036-1 11.75 23.50 
Mains Filter with 

Overvaltage Protection 982032-1 8.00 16.00 
Electric Figidstrength 

Meter 980039-1 8.00 16.00 
MARCH 1996 

ESPRESSO, Introduction to Digital 

Signal Processing {CO-AOM) 986004-1 13.00 26.00 
80032 BASIC Computer: 

- Main board 980002-1 10.25 20.50 
- Extension board 980002-2 «15,00 30.00 
- Disk Saggd7-1 §.00 10.00 
- EPROM 986503-1 9.75 1950 
Data Acquisition System: 

- PCB Not Available 
- Disk (source code files} 986013-1 8.25 16.50 
- ATB9C52 controtler S86504-1 24.25 48.50 
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- GAL only 986506-1 
- EPROM only 986507-1 
Variable Power Supply 9a24-1 


Balancea'Unbalanced Converters 
for Audio Signals 9a0026-1 


FEBRUARY 1998 
Frequency Display & VFO Stablilzer 


- PCB only 9a0004-1 
- PIC only 9e6502-1 
- Disk only 986006-1 
AVG tor PCs 980023-1 
Functional Trinket 980025-1 


Light Intensity Measurement with a PC: 


- Disk only S86002-1 
JANUARY 1998 

Portable Sound Pressure 

Meter 970085-1 
Stereo Microphone Input 

Adaptor tor PC 980007-1 
Electrome Die 980021-1 
DECEMBER 1997 

Running Lights tor Christmas; 

- PCB & 8751 970086-C 
- 8751 only 976517-1 


Handyman‘AT90S 1200 Programmer 
- Docking statian PCB. shuttle 

PCE. diskette 970090-C 
- Docking station PCB onty 970090-2 
- Handyman shuttle PCB only 970090-1 


- Diskette only 976017-1 
Smartcard Reader/Writer 

-PCB, disk & PICIBC84 = 970068-C 
- PIC16C84 only 976512-1 
- Disk only 976014-1 
PIC Controlled Lignt Barner 

- PCB 

= PIC only 976503-1 
NOVEMBER 1997 

Hygrometer 970065-1 
Video Copy Processor: 

- PCB & EPM7'032 970066-C 
- EPM7032 only 976514-1 


Stereo Microphone Amplifier 970083-1 
PC as 4-channel Lagic Analyser 
- PCB 


- software on disk 976012-1 
OCTOBER 1997 
4-Way Seriat Port Switch = 970057-1 
12-bit ADC Interface: 
- PCB and disk 970060-C 
- Disk only (also for 

CPU Thermometer} 976011-1 
Infra-red -Controlled 
Noise-less Volume Control = 970064-1 
Frequency Meter and Event 
Counter Module 
- PCB and PIC 1656 S70077-C 
- PIC only 97 6505-1 
DC Nullifier for Oscilloscope 
Input: 
- PCB 970063-1 
~ P25032 CPLO chip 976513-1 
- Disk only 976016-1 
Directional Microphone 970079-1 
SEPTEMBER 1997 
Data Acquisition System: 
- PCB, EPROM and disk © 97D059-C 
~ EPROM only 956510-1 
- disk only 956010-1 
Centronics Relay Card 970053-1 
Dual Continuity Tester $70020-1 


Chipcard Reader/Programmer: 


- PGB and gisk 970050-C 
- disk only 976010-1 
JULY/AUGUST 1997 

AGB Video Amplifier 974042-1 
Digital Tester 974012-1 
LM2574 Switch-Mode 

Power Supply 974024-1 
Selective Door Chime 974025-1 
Yamaha DBSOXG 

Stand-Alone Soundcard 974100-1 
JUNE 1997 

800537 Microcontroller Board 

- PCB. GAL & EPROM 970045-C 
+ GAL only 976511-1 
- EPROM only 976510-1 
- Monitor doc file on disk = 97 B008-1 


Remote Control by Telephone 
- program on disk 
Car Battery Monitor 


976005-1 
97 0025-1 


ft 
Multi-Purpose LCD with 68HC11: 
- contral program on disk 97 6009-1 
Mini PIG Programmer and 
Mini Programmer for Serial EEPROMSs: 


-PIPO? software ondisk = S76007-1 
MAY 1997 

Long-Distance IrDA Link: 

- PCB & 8902051 970041-C 
- 8902051 only 976508-t 
Advanced LOR Meter: 


28.26 
19,00 


20.25 
7.60 
4.25 

11.76 23.50 


36.00 70.00 
19 50 
8.75 


Not Available 
14.76 29.50 


100 22,00 
3475 
27.50 
19.25 


69.50 
55.00 
38,50 


Not Available 
8.75 17.50 


12.00 24.00 


10.50 21.00 


11.50 


22 00 


68.50 
51.00 


25.00 
40.50 
10.00 
16.50 


66.00 
24.50 
17.50 
22.50 
15.00 


27,00 
17.00 


24.50 
26.50 


15,00 
17.00 


29.50 


58,00 116.00 
14.75 29.50 
14.00 26.00 
4.00 16.00 


B75 
16.50 


17.50 
33.00 


22.90 


11.00 


25.25 
17.50 


50.50 
45.00 
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970028-C 


62,50 125.00 
976506-1 26.50 53.00 
876507-4 775 15.50 
ss} 970028-F = 13.50 27.00 
Wideband Millivolt Meter = 970021-1 21,50 43 00 
Compact Power Amplifier 970044-1 19.75 39.50 
APRIL 1997 
Digital Thermostat 
- PCB & PICT6C54 960112-C 32.50 65.00 
- PIG16C54 only 966501-1 22.50 45.00 
uP-Controllad Mixer Board: 
- PCB & $1627258 g70037-C = 32.75 65.50 
- ST62T25B only 976502-1 2450 4900 
+ PCB only 970037-1 = 10.25 20.50 
- Software on floppy (AD) = 97 6006-1 6.00 12.00 
PiC-controlled Home Alarm 
System: 
- PCB & PIC 16084 g70022-6 30.50 61.90 
> PIC18C84 only S7a501-1 = 23.50 47.00 
General-Purpose Power 
Supply 97 036-1 6.50 17.00 
Opto-to-Coaxial Audio 
Converter g70031-1 7.00 14.00 
MARCH 1997 
EPROM Programmer: 
- PCB Q70010-1 15,75 91,50 


- Control software on CO-ROM no. 976003-1 


Battery-Operated AF Signal 


Generator 970003-1 10.00 20.00 
FEBRUARY 1997 

Battery-Powered Preamplifier 960094-1 = 94.28 68.50 
Motor Controtler for Ri'C 

Models: 

- POB and PIC16084 G60095-C = 22,75 45,50 
+ PIG 16084 only 966510-1 19.00 38.00 
f8HC11 Emulator: 

- PCB and diskette 970008-C 28.00 56.00 
- Diskette anly g76002-1 11.25 22.50 
Simple Inductance Meter 

~ PCB and diskette 970009-C 16.25 30.50 
- Diskette only 7600-1 B75 7.50 
Talking Doorbell 970015-1 = =10.50 21.00 
JANUARY 1997 

Dongle Switch 960089-1 TH 14.00 
Magnetic-Field Meter 9601 00-1 450 17.00 
Speed Reguiatar for Model 

Trains 960119-1 4.50 17.00 
Monitor to Guard Fridge 

Temperature 970001-1 8.00 16.00 


DECEMBER 1996 


20-bit A’D converter 960110-1 22.75 45.50 
Remote Control by Visible 
Light 960068-1 1100 22.00 
AS292 data acquisition card 
- PCB. PIC and disk 960098-C 93550 71.00 
~ disk only §66019-1 725 14.50 
- PIC 16071 only $66508-1 24.00 48.00 
Hands-On Electronics; 
-MicroCap V demo disks = 966021-1 400 6.00 
Electrically Isolated 126 bus 964062-1 675 13,50 
Centronics |’ Port 964116-1 = 18.50 47.00 
Mains Voltage Cleaner S64070-1 10.25 20,50 
NOVEMBER 1996 
S62 Programmer: 
- PCB and disk O60105-C 16.75 94.50 
- PCB only 960105-1 12.75 25.50 
- disk only 966018-1 6.00 12.00 
Hands-On Electronics 
-MicroCap ¥ demo disks = 966021-1 4.00 8.00 
Headphones Amptitier 960109-1 G25 12.50 
SOW AF. Amplifier 960079-1 4.00 16.00 
Infra-red RS232 Link, 
- PCB and disk 960107 CG 15.25 30.50 
- disk only (Teme tiles} 966020-1 8.00 16.00 
Steam-Engine-Noise- 
Generator 960087-1 7.75 16.50 
OCTOBER 1996 
Video Test Chart Generator: 
- PCB. EPLO, EPROM and 

disk S60076-C = 79.50 159.00 
- EPLO EPM7D32 966507-1 39.00 78.00 
- EPROM 27C040 966507-2 24.50 49.00 
- Disk only 966011-1 TAO 14.00 


For availability of older items. please contact our 
Dorchester office. 


Elektor Electronics slipcase 


Price £2.95 +P&P (see reverse of Order Form). 


Simulation Circuit Capture | 
e PCB Autorouting CADCAM 


QUICKROUTE 


Imagine an electronics design system that lets you draw 
schematics onto the screen and then simulate them at the 
touch of a button. Now imagine pressing another button 
and seeing the schematic replaced with a PCB rats-nest. 
Pressing another button starts the autorouter, and finally 
you can click on File then Save As to create a complete 
set of CADCAM files. 


Too easy? We hope so. Quickroute has always been 
designed first and foremost to be easy to use. ‘That's why 
simulation, circuit capture, PCB autorouting and 
CADCAM support are all integrated into one package, 
so that you only have to learn one package. 


But it doesn't end there. We have included a wide range 
of features in Quickroute to help you work effectively. 
For example our Gerber import facility lets you check 
your CADCAM files before sending them to your 
manufacturer. 


We have also introduced a major new PLUGIN module 
called the SymbolWizard that actually creates custom 
symbol designs for you. Simply select a template, specify 
pad and spacing properties and SymbolWizard creates 
the schematic and PCB symbols for you! 


THE QUICKROUTE 


If you would like to find out more about Quickroute, 
why not call us on FREEphone 0800 731 28 24, or visit 
our web site on www.quickroute.co.uk. Prices start at 
under £100 including UK P&P and VAT for a complete 
system, 


"modern, powerful 
and easy to use" 
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FREEphone : 
0800 731 28 24 G& 
Int +44 161 476 0202 Fax 0161 476 0505 
Web www.quickroute.co.uk TEP | 
=e | 
30 DAY MONEY BACK GUARANTEE ni | 


Copyright (c) 1998 Quickroute Systems Ltd Regent House Heaton Lane Stockport SK4 1B$ UK 


